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GENERAL NOTES :

FACILITY ID :   6674
CON NO.  : 181422




GENERAL  DEMOLITION  NOTES :
ALL SURFACES SHALL BE REMOVED DOWN TO ORIGINAL BLOCK/FRAME WALLS
ALL ELECTRCIAL WIRING & CONTROL WIRING TO BE REMOVED COMPLETELY
WATER PIPING, HVAC DUCTS, GAS PIPING, TO BE TERMINATED AT  EXT'G.  SHUT OFFS
WINDOW  SYSTEMS CAN BE LEFT IN PLACE, BASED ON RE WEATHER STRIPPING ALL DOORS
STOREFRONT CAN BE REUSED. ADD TRUSS FIRE DECAL, TO GLASS DOOR, AS REQUIRED
FLOOR PATCHING TO BE COMPLETED AS PER CONTRACTOR DIRECTION.
USE 3,000 PSI CONC. OR CONCRETE BASED PATCH MIX  FOR FLOOR PATCHING
ALL SAWCUT PATCHES TO BE  POURED & PINNED TO EDGES OF EXISTING SLAB.
USE #3 DOWELS OR PENCIL RODS @ 16" OC.

IT IS THE INTENT OF THESE PLANS TO REMOVE THE  EXISTING SMOKE & FIRE DETECTION SYSTEM
IT IS THE INTENT OF THESE PLANS TO INSTALL A NEW  WATER DISTRIBUTION SYSTEM IN NEW AREA.
VERIFY  BACK FLOW PREVENTION DEVICE & CHECK VALVES AS  REQUIRED BY NYS HEALTH DEPT.
IT IS THE INTENT OF THESE PLANS TO INSTALL TIE-INTO THE EXISTING BELOW SLAB SANITARY MAIN
EXISTING MAIN SANITARY LINE(S) TO REMAIN SHALL BE CLEANED & TESTED.
ALL EXTERIOR ALTERATION / FINISHES, TO BE ITEMIZED SEPERATELY FROM INTERIOR BUILD OUT

ANY/ALL ROTTED/DAMAGED  MATERIALS  DISCIVERED THROUGH DEMOLITION ARE  BE BROUGHT TO
THE OWNERS ATTENTION.

ANY/ALL POTENTIAL STRUCTURAL DEFECTS UNCOVERED THROUGH DEMOLITION SHALL BE
THE OWNERS / ARCHITECT/ENGINEER FOR INSPECTION/REIVEW

EXISTING ROOFING  TO REMAIN., MODIFY AS INDICATED & REQUIRED: CO-ORDIN. WITH LANDLORD.
REPAINT & FINISH ALL EXISTING EXTERIOR SOFFITS, WALLS AS BY LANDLORD / TENANT AGREEMENT.
RE-USE EXISTING SANITARY LINES , CLEAN TEST  AS REQUIRED, SEE NEW PLAN
DO NOT SAW CUT FLOORS UNTIL POST DEMOLITION INSPECTION  &  PLAN REVISION  IS PERFORMED
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ADA  MOUNTING HEIGHTS

SITE REPAIRS  - UPGRADES : CO;ORDINATE WITH LANDLORD / TENAT

EXISTING BUILDING / REMODEL / EXPANSION

TOTAL FIRE AREA   17,500  SF

EXIT DOOR PROVIDED  (3) 36"/  (2) 42"

SECTION 1010 DOORS GATES & TURNSTILES
EXIT CAPACITY  WIDTH  MINIMUM WIDTH 32" / ACTUAL 192"

EXISTING SINGLE STORY BUILDING

ACTUAL :  4  ADJACENT SPACES / SIGNAGE PROVIDED
LESS THAN 100    4  SPACES REQUIRED 

SECTION 1106
TABLE 1106.1   ACCESSIBLE PARKING SPACES
TOTAL PARKING SPACES REQUIRED  - EXISTING

SMOKE & FIRE DETECTION SYSTEM PROVIDED  - RECONFIGURE  INSTALL NEW DIGITAL SYSTEM
  FULLY  SPRINKLERED FACILITY

ACTUAL WIDTH  PROVIDED  60" / 72"
OCCUPANT LOAD LESS THAN      60"  /  72"  WIDTH
TABLE 1020.2   MINIMUM CORRIDOR WIDTHS

CORRIDOR RATING TO BE   0
B OCCUPANCY - LESS THAN 100 OCCUPANTS
TABLE 1020.1  - CORRODOR FIRE RESISTANCE CONSTRUCTION

FIRE  PROTECTION

CORRIDORS

SECTION 1020   CORRIDORS

LESS THAN 84 OCCUPANTS -  2  EXITS ALLOWED - 5  PROVIDED
ACTUAL TRAVEL DISTANCE    117'

EXITS   OCCUPANT LOAD
SECTION     1006     TABLE 1006.2.1       2  EXIT SPACES  /  ACTUAL 4

TABLE 1004.1.2   BUSINESS  OCCUPANCY    100SF /  OCC.

MAXIMUM TRAVEL DISTANCE  200'   WITH  OCC. LOAD LESS THAN  49

B  OCCUPANCY    MAX OCC.  LOAD  ACTUAL : 84    FULLY  SPRINKLERED

   OCCUPANT  LOAD

ALLOWABLE AREA (NS)    XXXXXX    SF      ACTUAL  17,500   NET SF
ALLOWABLE HEIGHT         XX                 ACTUAL  18'-0"+/-
SECTION     504  -   TABLE 504.3     TYPE  lV A

ALLOWABLE HEIGHT -  BUILDING AREA

CONSTRUCTION  CLASSIFIACTION
SECTION     601 -   CONSTRUCTION CLASSIFIACTION
TYPE OF CONSTRUCTION      TABLE 601    TYPE  2A

ACTUAL       ABULATORY CARE FACILITY ( OUTPATIENT CLINIC )
SECTION     304   B -  BUSINESS OCCUPANCY

BUILDING USE & OCCUPANCY CLASSIFICATION

2010   ICC/ANSI   A117.1  ACCESSIBILTY CODE 
2015   INTERNATIONAL  FUEL GAS CODE

2015   INTERNATIONAL  EXISTING BUILDING CODE
2015   INTERNATIONAL  FIRE CODE

2015   INTERNATIONAL MECHANICAL  CODE
2015   INTERNATIONAL PLUMBING CODE
2015   INTERNATIONAL ELECTRICAL CODE
2015   INTERNATIONAL ENERGY COMPLIANCE CODE
2015   INTERNATIONAL BUILDING  CODE

APPLICABLE CODES

CODE ANALYSIS

TABLE 1004.1.2   BUSINESS  OCCUPANCY    100SF /  OCC.

ADDITION & ALTERATIONS TO EXISTING

Schenne & Associates
967 Luther Road

East  Aurora, NY 14052
Mr. John August Schenne,P.E.

Sprinkler Engineer
P- (716)  655-4991

John@schenne.com

EBS Engineering
4050 Ridge Lea Road Suite-C

Amherst, NY 14228
Mr. James D. Bowman,P.E.

Mr. Don Maugans, EIT
Mechanical - ElectricalEngineers
P - (716) 836-9600 Ext 103 - 105
Email: jdbowman@ebspe.com

Tetrad Design
4822 Upper Mountain Road

Lockport, NY 14024
Mr. Wayne Gaimbrone, P.E.

Structural Engineer
Phone: (716) 550-0111

Email: wjbrone@aol.com

Wylier & Associates
3072 Upper Mountain Road

Sanborn, NY 14132
Mr.David J. Wylier, RA

Project Architect
P - (716) 946-4656

Email: Wylier@bluefrog.com

Universal Primary Care

DRAWING INDEX :

SP2   SPRINKLER PLAN - SYSTEM NOTES - DETAILS
SP1   SPRINKLER PLAN - SITE LOCATION - DETAILS
P3     SCHEMATIC PLUMBING DIAGRAMS - SCHEDULE
P2     DOMESTIC  WATER SUPPLY - DIAGRAM - NOTES
P1     DWV - DIAGRAMIC PLAN - NOTES

A10   TYPICAL WALL SECTIONS
A9     ENLARGED PLANS - ELEVATIONS
A8     ENLARGED PLANS - ELEVATIONS
A7     ENLARGED PLANS - ELEVATIONS
A6     ENLARGED PLANS - ELEVATIONS
A5     ROOM FINISH SCHEDULE - NOTES

A3     FLOOR COVERING PLAN

CS     COVER SHEET
D1     DEMOLITION PLAN

A2     REFLECTED CEILING PLAN

A4     DOOR SCHDULE - NOTES

S1     STRUCTURAL ALTERATIONS

M3     HVAC VENTILATION CALCULATIONS

A1     FLOOR PLAN

M2     HVAC SCHEDULES
M1     HVAC SCHEDULES, LEGENDS & ABBREVIATIONS

M4     HVAC  ROOF DIAGRAM
M5     HVAC FLOOR PLAN
M6     HVAC SPECIFICATIONS
M7     HVAC  DETAILS

A11   ROOF PLAN - NOTES

E1     ELECTRICAL SCHEDULES & NOTE
E2     ELECTRICAL DETAILS

E4     ELECTRICAL  ROOF  PLAN - NOTES
E3     ELECTRICAL POWER  AND  DATA PLAN  

E6     ELECTRICAL FIRE ALARM & NURSE CALL STATION PLAN
E5     ELECTRICAL LIGHTING  PLAN

E8     ELECTRICAL SPECIFICATIONS
E7     ELECTRICAL SPECIFICATIONS

S2     STRUCTURAL  DETAILS
S3     STRUCTURAL  DETAILS

A12   KITCHEN  - RESTROOMS
A13   ENLARGED PLANS - ELEVATIONS
A14   ENLARGED PLANS - ELEVATIONS
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FUTURE MEDICAL
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SINK
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EXTERIOR SOFFIT LINE ABOVE
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INTEGRAL SAFETY GL.
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REMOVE DOOR : INFILL FLUSH

EXT'G  WALLS TO REMAIN - SEE NEW FLOOR PLAN LAYOUT
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DEMOLITION PLAN SHALL BE COMPARED WITH NEW FLOOR PLAN CONFIGURAITONS
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RE- VERIFY ALL COLUMN CENTERS,OPENINGS & DIMENSIONS UPON DEMOLISHION COMPLETION

OBTAIN ALL REQUIRED CITY OF OLEAN, NEW YORK DEMOLITION PERMITS &  APPROVALS

SEQUENCING OF EXISTING SPACES TO BE DEMOLISHED TO BE COORDINATED WITH UPC
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S1
04

DOOR TRACK  HT.

INSIDE WALL THICKNESS
3" STL.TUBES  EA. SIDE

+/- 9'-0"

+/- 8'-0"

WELD ANGLES TO EACH OTHER & STRUCTURE

04 STL. BM SUPPORT ABV. CLG.
FIELD VERIFY ALL CLEARANCES PRIOR TO ORDERING  STEEL
FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS

3" TUBE POST/BASE PL.
3" TUBE POST/BASE PL.

glass panel door system
folding

86 (1) W18 x 26 bm. abv.
w/ nailer on bottom flange

as manuf. by "Divider"

verify  on site all actual lintel locations & exact bearing conditions.
shop prime & field touch all steel fabrications

NEW RTU - EQUIPMENT

5X7 X 3/8" STL. ANGELS LARGE UNITS

5X5 X 3/8" STL ANGELS5X5 X 3/8" STL ANGELS FULL PERIMETER.FULL PERIMETER.

PT WD. BLOCKING PT WD. BLOCKING

MIN. 18" INSUL. STRUCTURAL CURBS

MTL STUDS/PLY DROPS

FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS
FIELD VERIFY ALL CLEARANCES PRIOR TO ORDERING  STEEL

STL. ANGLE REINF. @  EQUIPMENT03
WELD ANGLES TO EACH OTHER & STRUCTURE

MTL STUDS/PLY DROPS

WELD ANGLES TO EACH OTHER & STRUCTURE

MIN. 18" INSUL.CURBS

"VELUX" OR APPORVED EQUAL
INSULATED  SKYLITES - FIXED

PT WD. BLOCKINGPT WD. BLOCKING

FULL PERIMETER. FULL PERIMETER.5X5 X 1/4" STL ANGELS 5X5 X 1/4" STL ANGELS

02 STL. ANGLE REINF. @ SKYLITES
FIELD VERIFY ALL CLEARANCES PRIOR TO ORDERING  STEEL
FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS

CON NO.  : 181422
FACILITY ID :   6674

NOTE  :   ADD FOR REQ'D. BEARING ON :  ALL LINTELS ABOVE.

GROUT EACH SIDE BLOCK CORES SOLID -  WELD TO COL.
(3)   5" X 7" X 3/8" LLV MIN 8" BEARING  :   5'-2" - M.O. FRONT FOYER

FRONT FOYER (3)   5" X 7" X 3/8" LLV MIN 8" BEARING  :   10'-9" - M.O. 
GROUT EACH SIDE BLOCK CORES SOLID -  WELD TO COL.

GROUT EACH SIDE BLOCK CORES SOLID -  WELD TO COL.
(3)   5" X 7" X 3/8" LLV MIN 8" BEARING  :   8'-5" - M.O. FRONT FOYER

L8

L7

L8 L7

L6

(3)   3.5" X 5" X 3/8" LLV MIN 8" BEARING  :   66" - M.O. 
GROUT EACH SIDE BLOCK CORES  SOLID

(720 SF)
CHECK  IN

CHECK - IN AREA

L5

WAITING ROOM GROUT EACH SIDE BLOCK CORES  SOLID
(3)   3.5" X 5" X 3/8" LLV MIN 8" BEARING  :   76" - M.O. 

2"

2"

(3)   3.5" X 5" X 3/8" LLV MIN 8" BEARING  :   76" - M.O. 
GROUT EACH SIDE BLOCK CORES  SOLIDCORRIDDOR  6

GROUT EACH SIDE BLOCK CORES  SOLID
(3)   3.5" X 5" X 3/8" LLV MIN 4" BEARING  - :  48" M.O.NEW REAR DOOR

2" STITCH WELD @ 12" OC, FULL WIDTH EXSPOSED STEELREAR FOYER CONTINUOUS 1/2" THK STELL BOTTOM PLATE

L4

LINTEL SIZELOCATIONMARK

L6

L4

L5

L3

L2

L1

STEEL  LINTEL SCHEDULE

ALL WELDING SHALL BE PERFORMED BY CERTIFIED WELDERS, THOUGHOUGHLY EXPERIENCED IN THESE REQUIRED WELDEMENTS..
USING  E70 XX ELECTRODES.   ALL WELDS SHOWN ON THE DRAWINGS BUT NOT SIZED SHALL BE A 1/4" MINIMUM. 

THE INDEPENDANT TESTING AGENCY SHALL VISIT THE FABRICATION SHOP WITH SUFFICIENT FREQUENCY TO VISUALLY INSPECT ALL 
WELDMENTS FOR SIZE, EXTENT AND QUANTITY OF WELD.  ALL QUESTIONALBLE WELDS SHALL BE MAGNETIC PARTICAL INSPECTED.
UPON COMPLETION OF THE STRUCTRAL STEEL ERECTION, THE TESTING AGENCY SHALL VISIT THE SITE AND SPOT CHECK BOLT
TORQUE, CHECK STRUCTURAL ALIGNMENT, AND CHECK ALL FIELD WELDS.  ALL IRREGULARITIES, NOTED SHALL BE CORRECTED AT
THE CONTRACTORS EXSPENSE, AND THE AERA(S) SHALL BE RETESTED.

6.   METAL DECK FORM WORK & ROOF DECK :   SHALL BE THE DEPTH, TYPE AND GAUGE INDICATED ON THE DRAWINGS.  ALL METAL DECK 
SHALL BE MANUFACTURED  AND INSTALLED IN FULL COMPLIANCE WITH ALL REQUIREMENTS AND RECOMMENDATIONS  OF THE 
" STEEL DECK INSTITUTE "  EXCEPT AS  MODIFIED ON PLAN.

7.   SHOP PAINT :   ALL STRUCTURAL STEEL ,  LIGHT GAUGE ROOF ANGLES,  CROSS BRIDGING, BEARING PLATES,  LINTELS, AND OPEN  WEB
STEEL BAR JOISTS,  SHALL RECEIVE A SHOP COAT OF OF PRIMER  MEETING SSPC - 13  ( ASPHALT COATING NOT ACCEPTABLE) .  FIELD
TOUCH UP WITH SAME MATERIAL, AS REQUIRED.

8.   SHOP DRAWINGS :  FOR BAR REINFORCEMENT, STRUCTURAL STEEL, COMPOSITE METAL FORMWORK, METAL DECKS, LOOSE LINTELS, 
BEARING PLATES, ANCOR BOLTS, ETC., SHALL BE FURNISHED FOR REVIEW AND APPROVAL BY ARCHITECT & STRCUTRUAL ENGINEERS 
OFFICE(S).  NO FABRICATION SHALL BE  STARTED UNTIL DRAWINGS ARE  STAMPED "MAKE CORRECTIONS NOTED"/ " NO EXCEPTIONS TAKEN" .
MINIMUM REQUIREMENT, (1) - SEPIA AND (2) PRINTS.. CONTRACTOR SHALL BE  RESPONSIBLE FOR  ALL DISTRIBUTION. 
NO  DRAWINGS WITHOUT THE ABOVE APPROVAL/REVIEW  STAMP -  SHALL BE OUT ON JOBSITE.

9.   INSPECTION  AND TESTING :  AS OUTLINED ABOVE AND IN THE  SPECIFICATIONS / DRAWING NOTES ;  UNDER CONCRETE AND STRUCTRAL STEEL 
SHALL BE FURNISHED BY AN INDEPENDANT TESTING AGENCY / LAB.  TO BE SELCTED AND PAIDED FOR BY THE CONTRACTOR, AND APPROVED BY
THE OWNER OR OWNERS AGENT.  EXCEPT AS SPECIFICALLY NOTED OTHERWISE, A MINIMUM OF ( 4 )  FOUR COPIES OF ALL INPSECTIONS AND 
TESTING REPORTS SHALL BE SUBMITTED TO THE ARCHITECTS OFFCIE, WITH ONE (1 ) COPY GOING DIRECTLY TO THE STRCUTURAL ENGINEERS
OFFICE.

GENERAL NOTES AND STRUCTURAL SPECIFICATIONS :

1.   THESE STRUCTURAL  DRAWINGS SHALL BE USED IN CLOSE CONJUNCTION WITH THE ARCHITECTURAL
AND MECHANICAL DRAWINGS. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS
PRIOR TO THE START OF ANY  FABRICATION, AND ANY DISCREPANCIES SHALL BE REPORTED 
IMMEDIATELY TO THE ARCHITECTS OFFICE.

2.   PRODUCTS AND MATERIALS   USED SHALL CONFORM TO THE FOLLOWING : 

A.  PORTLAND CEMENT                 - ASTM  C-150, TYPE - 1 NORMAL WEIGHT AGGREGATE - ASTM  C - 33
B.  AIR ENTRAINING AGENT           - ASTM  C - 260  DAREX, MBVR, OR EUCLID
C.  REINFORCEMNET BARS           - ASTM    A - 615  OR  A - 616 GR. 60 TYPE  ( GR. 40 TIES )
D.  WELDED WIRE MESH                - ASTM    A - 185
E.  STRUCTURAL STEEL                - ASTM    A - 36
F.  LT. GAUGE STR. MEMBERS      - ASTM   A - 36 MODIFIED - 50 KSI MIN. YIELD  ( OR APPROVED EQUAL )
G.  STRUCTURAL BOLTS                - ASTM   A - 325 
H.  ANCHOR  BOLTS                        - ASTM   A - 307
I.   STEEL WIRE                                - ASTM   A - 82, PLAIN COLD DRAWN

3.   CONCRETE :  SHALL BE THE STANDARD DESIGN MIXES OF ANY LOCAL READY MIX SUPPLIERS, MEETING 
THE FOLLOWING MIN. REQUIREMENTS,  ( DESIGN MIXES TO BE SUPPLIED TO THE ARCHITECTS  FOR APPROVAL.)
PREPARE DESIGN MIXES FOR EACH TYPE AND STRENGTH OF CONCRETE IN ACCORDANCE WITH THE 
PROVISIONS OF ASTM - C - 94 ,  ACI 211.1 AND  ACI  301.

CONC.
CLASS

STRENGTH
@ 28 DAYS SLUMP

PSI +/- 1"

PERMISSIBLE
RANGE ENTRAINED

%  AIR

MAX. NORMAL
COARSE AGGREGATE

( IN. )
MIN. CEMENT
( 94# SACK )

DRY DENSITY
MAX. (PFC)

CEMENT
MAX. WATER

RATIO

AE
A 3,000 PSI

4,000 PSI 3"
3" 0 -  8

5  +/-  1

1
1 6

5.5
150
150 .45

.45

SLUMP - MAY BE INCREASED BY USE OF A PROPERLY INCORPORATED SUPERPLASTICIZER AND WATER REDUCING
AGENT IN  CONCRETE MIX.  ALSO SUPERPLASTICIZER MUST BE USED ON ANY CONCRETE BEING PUMPED.
SLUMP AFTER ADDITION OF SUPERPLASTICIZER ( APPROX. - 15 OZ. / 10# CEMENT )  SHALL NOT EXCEED   7"

CLASS USE :

AE

A INTERIOR SLABS ON GRADE, BUILDING WALLS, AND TOPPING
FOR CONCRETE PLANK

SITE WORK

COLD WEATHER CONCRETE WORK. -  WHEN PLACING AT OR BELOW, A TEMPERATURE OF 40 DEGREES,  OR 
COLD WEATHER WHENEVER ATMOSPHERIC TEMPERATURES WILL PROBABLY FALL BELOW THIS LIMIT WITHIN THE
NEXT 24 HOUR PERIOD AFTER PLACING  CONCRETE, THE CONCRETE SHALL BE  IN  FULL CONFORMANCE WITH THE
REQUIREMENTS OF ACI - 306. " RECOMMENDED PRACTICE FOR COLD WEATHER CONCRETING."
THIS CODE SHOULD BE REVIEWED BY THE CONTRACTOR, IF COLD WEATHER CAN BE ANTICIPATED DURING THE
EXECUTION OF THE PROPOSED PROJECT /  OR PORTIONS OF THE PROJECT.

THE CONTRACTOR SHALL TAKE (4) TEST CYLINDERS FOR EACH 50 CUBIC YARDS OF CONCRETE POURED IN ANY 
ONE DAY. , AND THE TESTING OF OF THE CONCTRETE SHALL BE PERFORMED BY A QUALIFIED INDEPENDANT 
TESTING LABORATORY.  AGENCY / LAB SHALL PERFORM THE STANDARD 7- DAY (2) CYCLINDERS AND THE  28 DAY  
( 2 ) CYLINDER TESTS. 

CONSTRUCTION FORMS SHALL CONFORM TO  ACI - 347.

MINIMUM  REINFORCEMENT LAPS - 36"  FOR BARS AND  6"  FOR FIRST INTACT CROSS WIRES FOR GALVANIZED
WELDED WIRE MESH STEEL REINFORCEMENT.

WELDED WIRE MESH TO BE PLACED IN UPPER THIRD OF SLABS, WITH  WIRE MESH STANOFF SUPPORTS.

8" CONCRETE SLABS TO BE REINFORCED WITH (2) LAYERS 6 X 6 XW2.9 X W2.9 GALV. REINF. MESH. PROVIDE SPACING CHAIRS 
FOR PROPER SPACING AND SEPRATIO IN 8" SLABSLAB THICKNESS. USE WIRE STANOFFS SUPORTS
TO HOLD MESH SHEETS  OFF COMPACTED SUBBASE.

ALL CONCRETE REINFORCEMENT SHALL CONFORM AND BE DETAILED AND PLACED  IN FULL ACCORDANCE WITH
THE ACI  CODE OF STANDARD PRACTICES / GUIDELINES. LATEST EDITION.

CURING  -  ALL SURFACES NOT IN CONTACT WITH FORMS SHALL BE COATED THE SAME DAY OF THE POUR, WITH ONE
COAT OF " MASTER SEAL " , AS MANUFACTURED BY MASTER BUILDERS, OR APPROVED  EQUAL.
CONCRETE FORMS SHALL REMAIN IN PLACE A MINIMUM OF (4) FOUR  DAYS.

4.   NON-SHRINK DROUT -  SHALL BE "EMBECO" - TYPE 636 OR APPROVED EQUAL. MIXING AND PLACEMENT SHALL BE
IN STRICT ACCORDANCE WITH THE MANUFACTURERS WRITTEN INSTRUCTIONS  AND  SPECIFICATIONS.

5.   STRUCTURAL STEEL -  SHALL CONFORM TO THE REQUIREMENTS OF ASTM - 36. FABRICATION AND INSTALLATION 

MECHANICALLY VIBRATE ALL FORMED CONCRETE WALLS.

SHALL CONFORM FULLY WITH THE REQUIREMENTS AND GUIDELINES OF THE   " AISC SPECIFICATIONS FOR THE DESIGN,  
FABRICATION AND ERECTION OF STRUCTURAL STEEL BUILDINGS."   AS WELL AS THE  "AISC CODE OF STANDARD PRACTICE".
LATEST EDITION.

BOLTED CONNECTIONS - SHALL BE MADE USING 3/4"  A -325  BOLTS, NUTS AND WASHERS IN FRICTION CONNECTIONS.
TIGHTENING SHALL BE BY  " TURN OF THE NUTS" METHOD, OR WITH CALIBRATED WRENCH.  CONNECTIONS SHALL BE 
AS SHOWN ON PLAN,  IF NOT SHOWN, SHALL BE DESIGNED BY FABRICATOR  IN ACCORDANCE WITH THE REQUIREMENTS OF  
THE AISC FOR FULL TUBULAR LOAD.  ALL BEAM AT COLUMN CONNECTIONS TO BE FULL DEPTH DOUBLE ANGLE.
ALL FIELD CONNECTIONS TO BE H.S. STEEL BOLTED UNLESS SPECIFICALLY NOTED OTHERWISE.

LOAD INDICATOR WASHERS TO BE USED TYPICALLY.
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EXIT SERVICE  CORRIDOR

BILLING

36"
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HORIZ. BCS

LINEN

( 162 SF )

OFF. TLT.

NEW STEEL STRUCTURE AT  WEST RAMP. STEEL/FRAMING/ROOFING/DRAINAGE/DRYVIT FINISH

BACK FLOW/RPZ/FLOW

ELECTRIC RM.

( 137 SF )
EXAM  8

EXISTING   RENOVATED   AREAS NEW   EXPANSION   AREA

TO REMAIN
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01 STEEL FRAMING PLAN - EXTERIOR ROOF ABV. RAMP
6"

GROUT CORNER SOLID

2'-10"
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"

C.1

33'-4"

ABC

SLOPE ROOF

SLOPE ROOF

SL
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OF

RE- ROOF AS REQUIRED

SLOPE ROOF

1 PLY. RUBBER ROOF

SLOPE ROOF 1.5" GALV DECKING

DRYVIT COLUMN COVER WRAP (2) PIECE RIGID FOAM

6X6X3/8" COL. 3/4" BP

GALV. HAT CHAN. ABV.20GA. WALL CHANNEL FULL PERIM.20 GA FRAMING - 3-5./8" MTL STUDS

20 GA FRAMING - 3-5./8" MTL STUDS 16" OC - TYP.

BM .POCKET

JOIST POCKETS

W
16X26 16K9

16K9

16K9

W16 X 26

NEW ROOF OVER RAMP

4"
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13
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"

JOIST POCKETS
VINYL CEILINGS ON MTL FIRRING

39'-2"

EXT. TOP CHORDS
34" BEYAOND BEAM LINE

6 X 6 X1/4" BRG. PLATE
MIN. 2  STUDS  8"

MIN. 2  STUDS  8"
6 X 6 X1/4" BRG. PLATE

MIN. 2  STUDS  8"
6 X 6 X1/4" BRG. PLATE

BM .POCKET
GROUT CORES SOLID

GROUT CORES SOLID

FLASH - COUNTER FLASH
TO NEW HIGHT ROOF SYSTEM

18 GA CLIPS ANGLES - ATTMNT PLATES

1'-4"
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"
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TO NEW HIGHT ROOF SYSTEM
FLASH - COUNTER FLASH

GROUT CORES SOLID

GROUT CORES SOLID
BM .POCKET

6 X 6 X1/4" BRG. PLATE
MIN. 2  STUDS  8"

6 X 6 X1/4" BRG. PLATE
MIN. 2  STUDS  8"

MIN. 2  STUDS  8"
6 X 6 X1/4" BRG. PLATE

34" BEYAOND BEAM LINE
EXT. TOP CHORDS
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W16 X 26
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6X6X3/8" COL. 3/4" BP
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3'-
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EXT'G BLDG.
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6X6X3/8" COL.

1.5" REVEAL
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(6)  #5 VERT. INTO FTG. BELOW
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EAST ELEVATION06

EXT'G BLDG. BEYOND

GRADE GRADE
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"V - JOINT 3/4"  DEPTH

CURVE BACK TO BLDG.

CURVE
CURVE

DRYVIT SOFFIT 1.5"  RIGID FOAM 
DRYVIT SPF FINISH -  COLOR MATCH PLAZA
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EXT'G RAILING
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EXT'G RAMP LINE

16" OFFSET

GALV DECKING 1.5B 24
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"

5/8" AB   24" LONG
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6X6X3/8" STL TUBE
FULL WELD TO BASE PL.
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6X6X3/8" STL TUBE

5/8"" STL TOP PL.

4X6 STL. COL. TOP PL.08

PROVIDE 1/4" MIN., LEVELING PLATE

W16 X26 ABV.

W16 X26 ABV.

09 STEEL BEAM BRG. PL.

6"

6" 6 X6X1/4" STL PL.
W/ (2) 8" STUDS

MIN 3 CRS. DN.

3/16" = 1'-0"

3/4" knife plates
with slotted holeswith slotted holes

3/4" knife plates

INSTALL 3/8" SEATS

09

C.1

09

C.1

TOP OF CONC PIER
BELOW, -8" BELOW GRADE

3'-
8"

3'-
8"

EXT'G BLDG. BEYOND

fin. vinyl  ceiling planking inside
20 Ga. framinig members
16" oc to lateral 20ga. hat channels
hold to lowest joist benchmark

2 crs. solid 8" block dura wall & #5 dowels
reinf bond beam (2) #5

ONCE SET / FULL WELDS

ONCE SET / FULL WELDS

07
S2

GROUT SOILD MIN. 3 CRS.

GROUT SOILD MIN. 3 CRS.
#5 @ 32" OC INTO EXT'G.
REINFBOND BEAM

GROUT CORES SOLID

10
"

FLASH/COUNTER FLASH

FLASH/COUNTER FLASH

20 GA FRAMING - 3-5./8" MTL STUDS 16" OC - TYP.
18 GA CLIPS ANGLES - ATTMNT PLATES
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EXT'G BLDG. BEYOND
3'-

8"

EXT'G RAMP LINE

DRYVIT SPF FINISH -  COLOR MATCH PLAZA
DRYVIT SOFFIT 1.5"  RIGID FOAM 

CURVE

CURVE BACK TO BLDG.

GRADEGRADE

03 EAST ELEV. LEXAN WIND PANELS @ NEW RAMP ROOF

C.1 ABC
2'-10"

1'-
4"

3'
4'

1'-11"

DRYVIT COLUMN COVER WRAP (2) PIECE RIGID FOAM

EXT'G BLDG.

EXT'G CONC PLANTER

3'-
4"

1"  REVEAL

1.5" REVEAL

24" ROUND REINF DRYVIT PIER - 2 LAYERS REINF MESH

2" REVEAL
B/R SEALANT

11
'-1

0"

8'
3'-

8"

1'-11"

11
'

ATTACH TO BEAM FLANGE
18 GA CLIPS ANGLES - ATTMNT PLATES

TO NEW HIGHT ROOF SYSTEM
FLASH - COUNTER FLASH

GROUT CORES SOLID
BM .POCKET

6 X 6 X1/4" BRG. PLATE
MIN. 2  STUDS  8"

39'-2"

13
'-6

"

21'-1" 21'

4"

NEW ROOF OVER RAMP

20 GA FRAMING - 3-5./8" MTL STUDS 16" OC - TYP.

20 GA FRAMING - 3-5./8" MTL STUDS

6X6X3/8" COL. 3/4" BP

DRYVIT COLUMN COVER WRAP (2) PIECE RIGID FOAM

SLOPE ROOF

C B A

33'-4"

C.1

11
'-7

"

2'-10"

6"

 LEXAN  WIND SCREEN PANELS - PLAN02

EXTERIOR WIND SCREEN PANELS / FRAMING

AGAINST BUILDING

SLIP TOP TRACK

EQ. EQ. EQ. EQ. EQ. EQ.

VIF

VIF

FIELD MEASURE ALL CONDITIONS

MATCH PPLAZA FRAMING COLOR -  TRANSLOCENT  LEXAN PANELS - MIN 1" THK.
FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS

FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS
MATCH PPLAZA FRAMING COLOR -  TRANSLOCENT  LEXAN PANELS - MIN 1" THK.

1" LEXAN GLASS PANELS/ALUM. FRAMING

PROVIDE EXTERIOR RATED 6" RECESSED CANS ON TIMER. - LED FIXTURES
FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS

01 LIGHTING  PLAN

2'-10"

11
'-7

"

C.1

33'-4"

ABC

DRYVIT COLUMN COVER WRAP (2) PIECE RIGID FOAM

6X6X3/8" COL. 3/4" BP

20 GA FRAMING - 3-5./8" MTL STUDS

NEW ROOF OVER RAMP

4"

21'21'-1"

13
'-6

"

39'-2"

11
'

1'-11"

EXTERIOR  LED DOWN LIGHTS ON TIMER @ ELEC ROOM

PLANTER   BELOW
9'-8"9'-8"9'-8"

7'-
6"

7'-6"

OR BEAR ON EXT'G FTG.

OR BEAR ON EXT'G FTG.

EXIT HALL

C.I. - 2
36"

EXTERIOR SOFFIT LINE ABOVE

7'-
2"

42" 42"

EXIT HALL

36"

EXIT

EX
IT

EX
IT

EXIT

6 x 8 bm. pocket

full ht.,
solid cores

4" x 6"x 3/8"tube col

8'-
3"

(2
) 5

 X
 7

X3
/8

" A
NG

LE
S

REMOVE MASONRY WALL

REMOVE MASONRY WALL

NEW FOOTING

NEW FOOTING

8'-
3"

(2) 7" X 3" X 3/8" ANGLES

solid cores
full ht.,

full ht.,
solid cores

(2) 5" X 3" X 3/8" ANGLES

6"
doors / frames  /blocking

 motion sensors abv.

42
"

emergency swing door

emergency swing door

FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS
42" AUTOMATIC SLIDING GLASS DOORS - ADA COMPLIANT

 ENTRY VESTIBULE -  PLAN  VIEW04

42" AUTOMATIC SLIDING GLASS DOORS - ADA COMPLIANT

42" AUTOMATIC SLIDING GLASS DOORS - ADA COMPLIANT

 motion sensors abv.

8'-
10

"

42" 10
"

10
"

10
'-4

"

-8
"

(2) 5 X 7X3/8" ANGLES
4x6 x 3/8  tube col. in storefront

ext'g. block wall

bear on ext'g found. wall

05 ENTRY  VESTIBULE -  ELEVATIONAL VIEW
42" AUTOMATIC SLIDING GLASS DOORS - ADA COMPLIANT
FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS

(2) 5 X 7X 3/8" ANGLES

6x6 x3/8" bearing pl.
grout solid dn (3) crs.

grout solid dn (3) crs.
6x6 x3/8" bearing pl.
(2) 5 X 7X 3/8" ANGLES

9'-
1"

4x6 x 3/8  tube col. in storefront

3 x 5 x 3/8" support  angle
locate & full weld  in  field

7'

EXT'G CANOPY

18 GA  8" HDR. ABV.

6'-
6"

18 GA GALV. 6" POSTS
EACH SIDE

18
"

44
" +

/-

8

2'-11" +/-

FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS
FIELD VERIFY ALL CLEARANCES PRIOR TO ORDERING  STEEL

EXTERIOR SOFFIT / CLG.  DTL.07

9

9"

W16X2616K9

3-5/8" 20 GA STL  FRAMING
GALV. @ 16" OC

GALV. @ 16" OC
 6"  20 GA STL  FRAMING

GALV. @ 16" OC
3-5/8" 20 GA STL  FRAMING

2x8 pt nailers - ripped

3/4: PT PLY. with Mtl. topcaps

1/5" rigid foam with "spf Dryvit finish

1/5" rigid foam with "spf Dryvit finish
drip6" wide vinyl ceiling panels

3-5/8"
firring

3" rigid roofing board
6m. rubber roofing / flash to ext'g.

"V - JOINT 3/4"  DEPTH - Up 10" vif

10
"

3-5/8" 20 GA STL  FRAMING
GALV. @ 16" OC

flash  / counterflash

slope to lower roof

08  BEAM BEARING  DTL.
FIELD VERIFY ALL CLEARANCES PRIOR TO ORDERING  STEEL
FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS

FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS
FIELD VERIFY ALL CLEARANCES PRIOR TO ORDERING  STEEL

JOIST BEARING  DTL.09

W16X26
FULL WLED
EA. SIDE

10" BLK. BEYOND

BARJOIST BRG. BEYOND

1.5b24 DECKING GALV.
3/4" DECK BOARD

RUBBER ROOFING DIRECT GLUE / FLASH ALL SIDES

WALL FLASHING/COUNTERFLASHING

EXT'G LOWER ROOF

EXT'G SCUPPERFOR JOIST BRG.

GROUT TO ADJUST  FOR JOIST SEAT
6X8X3/8"BRG.  PL. W/ 2 STUDS

EXT'G  WALL OF REAR ENTRY
FILL SOLID

TOP SLOPE FLUSH W/JOISTS

BARJOIST BRG. ON REINF. RAISED BL.K WALLS
BAR LOIST SEATS 2.5"

16
"

2.
5"

EXT'G SCUPPER

EXT'G LOWER ROOF

RUBBER ROOFING DIRECT GLUE / FLASH ALL SIDES

3/4" DECK BOARD
1.5b24 DECKING GALV.

TOP SLOPE FLUSH W / BEAM
16K9

20 GA. FRAMING 
FOR CEILING PANEL SUPPORT

FOR CEILING PANEL SUPPORT
20 GA. FRAMING 

6X6X3/8" BRG PL. W/ 2 STUDS

PT WOOD BLK'G. AS REQ'D

#5 @ 16" 0.C INTO CRS. BELOW 24"

(2) #5  BOND BM.

(2) CRS. 10" CMU - DURA WALL & BOND BEAM
CUT  1 ROW TO FIT JOISTS/FLUSH WITH TOP OF BEAM

06 REINF. EXT'. STEEL LINTEL
FIELD VERIFY ALL CLEARANCES PRIOR TO ORDERING  STEEL
FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS

1/
2"

2" STITCH WELDS @ 12" OC 2" STITCH WELDS @ 12" OC

EXT'G REAR ENTRY WALL

DRYVIT AROUND PERIMTER

DRYVIT AROUND PERIMTER

10 STEEL BM.CONN. TO 6X6 COL.
FIELD VERIFY ALL CLEARANCES PRIOR TO ORDERING  STEEL
FIELD MEASURE EXISTING CONDITIONS,  PROVIDE SHOP PLANS

2.
5"

TOP PLATE

W16X26

PROVIDE SHOP PLANS FOR COLUMN & "DRYVIT" ACCENT DETAILS
HOLD BOTT. COL. OFF GRADE MIN. 2" WRAP WITH REINF MESH

6X6 X3/8" COL. @DRYVIT COVER11

FIELD SEAS / WELD UPON FINAL POSITION
3/8" X 4 X 4 ANGLE SEATS

16" SLOPE

6X6X3/8" TUBE COL

W16X26 BEYOND
SLOTTED HOLES

1/2" KNIFE PLATES

EXT'G REAR ENTRY WALL

REMOVE OLD STOREFRONT

12"

12
"

5/8" AB   24" LONG

12" X 12" X 3/4" BASE PL.

23"

6X6X3/8" TUBE COL.

11
S2

FLASH ROOINF AT ALL WALLS

FACILITY ID :   6674
CON NO.  : 181422
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09

ADA counter/sink  heights @ 34" AFF E W
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VISION  WINDOW VISION  WINDOW VISION  WINDOW
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172
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114

113

111

112
110

REAR CORRIDOR
109108

107106105104103102100

REFRIG.

FENCE

FENCE

FENCE

A

B

C

D

E

F

05

04030201 PHASE ONE
NEW   EXPANSION   AREAEXISTING  UPC SPACE - RENOVATED   AREAS

PHASE TWO

NEW   EXPANSION   AREA
PHASE ONEPHASE TWO

EXISTING  UPC SPACE - RENOVATED   AREAS

32"

36"

DF

TYPICAL
R = 4.75"

( 44 SF )

( 54 SF )

( 55 SF )

( 44 SF )

ADA CALL

( 22 SF )

REAR  ENTRY
( 75 SF )

( 48 SF )

( 48 SF )

( 87 SF )

( 72 SF )

( 44 SF )

( 56 SF )

( 52 SF )

( 56 SF )

( 55 SF )

( 55 SF )

( 20 SF )

( 28 SF )

32"

Gas hot water tank

Mech rm.

42"

glass panel door system
folding

ADA SINK

36"

36"

OFFICE

RESTORE ALL DEFECTS

full ht.,
solid cores

36"

( 74 SF )
SM. OFFICE

36"

36"

( 80 SF )

( 80 SF )

( 94 SF )

( 94 SF )
36" 36"

36" 36"

CARE MANAGER-1

SM. OFFICE

COORDIN.

(4)
coats

36"

36"

42" opng.

42" opng.

counter

kiosk

kiosk

children

WATER STATION

REF.

REF.

M.W.M.W.

36"

36"

36"

36"36"

36"

36"

36"36" 36"

36"

STOR.

OUTDOOR   ENCLOSED PATIO

EXT'G.  COATS
32"

42"

3/4 WALL

3/4 WALL

NO.-1

DIRTY LINEN
65 SF

LARGE

EXIT SERVICE  CORRIDOR

EXIT HALL

NEW  HALL  FLOOR & CEILING FINISH

EXT'G DOOR

EXT'G DOOR

1.25" ADA RAILS

1.25" ADA RAILS

1.25" ADA RAILS

ext'g ramp

HALL

108

108
108

46

07

36"

36"

36"

36"36"36"

36"

36"

36"

36"

36"

36"

SINK

NEW  HALL RECESS

REUSE EXT'G. DOOR
IN NEW OPENING

EXTERIOR SOFFIT LINE ABOVE

flat

1:11 slope

1:
11

 sl
op

e

ramp landing

ramp

ra
m

p

110 SF110 SF

Stacking W/D FLOOR MOUNT

50 SF

counter

vent  thru roof

CAB./SINK CAB./SINKCAB./SINK

SHLVS. ABV.

Stacking W/D

W/ LOOP

FLOOR MOUNT
24"X30" MOP SINK

ADA TLT.

ADA SINK

EXT'G. 4" SANT, PVC

60 SF
MED ROOM CHART 

DR.

CAB./SINK

STORAGE
155 SF

DIST.PANELS IT  AREA

DR.
CHART 

ELECTRICAL  ROOM

ADA TLT.
PATIENT

CAB./SINK

HW TANK
JAN .AREA

ELECTRICAL

EXAM-11
110SF

EXAM-12

TREATMENT RM. 1
165 SF

EXAM-15

CAB./SINK

108 SF

108 SF

CAB./SINK

EXIT HALL

HALL

HALL

112 SF
EXAM-14 EXAM-13

EXAM-8

EXAM-7

FLOOR   PLAN01 SCALE : 1/8" = 1'-0"

CAB./SINK

EXAM-16
106 SF

HALL

OFFICE

OFFICE

OFFICE

OFFICE
OFFICE

MENS
EXT'G.

EXT'G.
WOMENS

ENLARGED
KITCHEN

HALL

CUSTODIAL
PLAZA

SECURITY
ACCESS

NURSE

98 SF
OFFICE

ACCESS
SECURITY

EXT'G.
NEW

NEW

PLAZA

ext'g ramp

36"

pass thru
SAMPLE

HALL

106 SF

cntr

124 SF
EXISTING

12 x15" sink

VERIFY ALL WALL TRACK LYOUTS BEFORE ERECTING ANY STUDS

ADA TLT.

ADA  SINK

LAB DRAW

TLT. NO.1

WAITING

OFFICE NO .1
( 141 SF )

( 65 SF )

( 150 SF ) ( 141 SF )
OFFICE NO .2

( 141 SF )
OFFICE NO .3

( 141 SF )
OFFICE NO .4 CONFERENCE RM.

BUILT-INS

( 230 SF )

SM. OFFICE 
( 73 SF )

SM. OFFICE
( 74 SF )

MED. RM. 1

CARE MANAGER-2

POC TEST-1

POWER / IT  RM.

POC TEST-1

BEHAVIORIAL-2

CAB./SINK

ULTRA SOUND
( 142 SF )NST

ADA TLT.

TOILET

SM. OFFICE

ADA TLT.

ADA  SINK

MED EQUIP.

TREATMENT-2

CHW

PRECEPTING

POD - 2

HEIGHT / WT.

CONSULT - 2

CHECK-OUT

WATER / SPRINKLER

MED. RM.

DIRTY 

NO.-2
CHECK-OUT

42"

167 SF
RESIDENT MD

CHECK OUT
84 SF

ADA TLT.

ADA TLT.

ADA URIN.

REFERAL
COOR.

36"

36"

GPEN

OFFICE

OFFICE

OFFICE

36"

ENTRY FOYER

36"

( 164 SF )

( 88 SF )

( 88 SF )

( 88 SF )

( 114 SF )

WAITING

BREAK ROOM 

COMMUNITY  ROOM

STORAGE

( 600 SF )

( 1000 SF )

( 88 SF )

NEW SPINKLER

WATER SERVIVE

36" 36" 36"

36"

36" 36"

36"

36"

36"

36"

36"36" 36"

36" 36" 36" 36" 36"

36"

36"

42"

( 135 SF )
EXAM -4 EXAM -3

( 135 SF ) ( 126 SF )
EXAM -2 EXAM -1

( 132 SF )

( 316 SF )
POD - 3 ( 166 SF )

( 166 SF )
POD - 4POD - 5

( 316 SF )

( 128 SF )
EXAM  5

EXAM 9
( 128 SF )( 128 SF )

EXAM 10

EXAM  6
( 128 SF )( 137 SF )

EXAM  8

EXAM 12
( 137 SF ) ( 137 SF )

EXAM 11

EXAM  7
( 137 SF )

( 110 SF )
EXAM  14 EXAM  13

( 110 SF )
EXAM  15
( 110 SF )

EXAM  16
( 90 SF )

ADA

( 75 SF )( 75 SF )

36"

( 208 SF )
POD - 1

WOMENS
ADA TLT.

BEV. CTR.

ADA TLT.
MENS

DF

( 270 SF )
WAITING

( 332 SF )

C.I. - 7

C.I. - 6

C.I. - 5

C.I. - 4

C.I. - 3

C.I. - 2

C.I. - 1

CHECK  IN
(720 SF)

( 96 SF )

CORRIDOR - 5

CORRIDOR - 4

CORRIDOR - 3

CORRIDOR - 2
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EXIT SERVICE  CORRIDOR

( 212 SF )
WAITING

(22)

(24)

(19)

BILLING

36" 36"

36"

HORIZ. BCS

HORIZ. BCS

LINEN

( 144 SF )

( 144 SF )
BEHAVIORIAL-1

( 174 SF )

36"

HAND DRYER

ADA  TLT.

STOR.SCRIPT-PHONE

SCRIPT-PHONE

ADA  TLT.
ADA  SINK

36"

ADA.TLT.

ADA.TLT.

36"

OFF. TLT.

HEIGHT / WT.

36"
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Sanborn, New York
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86 (1) w18 x 26 bm. abv.
w/ nailer ion bottom flange

as manuf. by "Divider"

FACILITY ID :   6674
CON NO.  : 181422

FIRE EXTINGUISHER CABINETS - WALL MNTED02 WITH SIGNAGE

#10 LB  ALL -PURPOSE UNITS

COVE BASE

WITH  SEMI-RECESSED METAL CABINETS  SATIN CHROME

F.E.

SIGNAGES

F
I
R
E

I
T
X
E

I
U
G
N

S
H
E
R

FIN. FLR.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

WT

BA

WALL  TYPES

(5")

c B

TRIM CAP MTL.
SEAL @ GLASS

87

36"

SEMI-RECESSED

F.E.

FIRE EXTINGUISHER LOCATIONS
REVIEW WITH fIRE  CHIEF ON SITE.

79

ext'g ro remain

ADA  SINK

36"

79A

01

01

CONTRACTOR SHALL INSPECT EXISTING EXAM ROOMS, AND

PHASE 2   -   INSPECTION OF EXT'G. SOUNDPROOFING

ALL REMAINING OFFIES & TREATMENT ROOM, ETC. TO ASSURE
EXISTING WALLS ARE SOUNDPROOFED AS REQUIRED, ALSO
SOUND PROOFING ABOVE CEILING MIN 24" EACH SIDE OF WALLS

PHASE 2   -   INSPECTION OF EXT'G. SOUNDPROOFING

RE-SOUNDPROOF WALLS & CEILING FOUND TO BE INSUFFICIENT

REPORT TO UPC WITH SOUNDPROOFING INSPECTION SURVEY OF
REMAINING WALLS IN MEDICAL AREAS AND OFFICE AREAS.

01

01
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BA

RR
IE

R
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RR

IE
R



directional indicators & l back up indicators lights.,

COORDINATE/REFERNCE WITH REFLECTED SPRINKLER PLAN
COORDINATE/REFERNCE WITH REFLECTED HVAC PLANS
COORDINATE/ REFERNCE WITH REFLECTED ELECTRCIAL PLANS
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SCALE : 1/8" = 1'-0"

ENTRY FOYER
100

REFRIG.

POWER / IT  RM.
( 48 SF )

EF

F

E

D

C

B

A

01 02 03 04 05

NEW   EXPANSION   AREA
PHASE ONE

EXISTING  UPC SPACE - RENOVATED   AREAS
PHASE TWO

PHASE TWO

PHASE ONE

LINEN
DIRTY 

( 55 SF )

36"

DF

42"

DF

EF

ADA
TOILET

ADA TLT.

36"

ADA SINK

36"

( 75 SF )

MED. RM.

32"Mech rm.

Gas hot water tank

32"

( 28 SF )

( 20 SF )

ADA  SINK

ADA TLT.

36"

( 54 SF )
OFF. TLT.

EMG. LIGHT

EMG. LIGHT

EMG. LIGHT

EF

EF

Alcove / charting

EF

EF

EF

EF

EF

coverage entire complex -  UPC OCCUPANCY

OFFICE NO .4OFFICE NO .3
( 141 SF )

OFFICE NO .2
( 141 SF )

( 80 SF )
SM. OFFICE

EF

( 73 SF )

( 73 SF )

SM. OFFICE

SM. OFFICE

( 94 SF )
CARE MANAGER-1

( 110 SF )
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( 88 SF )
OFFICE

OFFICE
( 88 SF )

EXIT

EXIT

EXIT

EXIT

multi directional balfles - lengths  will vary
6" x 8' linear suppl air  diffusers - white, with adjustable dampers

EX
IT

EX
IT

EXIT

EXIT

EXIT

EXIT

EXIT

EXIT

EXIT

EX
IT

EXIT

EX
IT

EX
IT

EXIT
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EXIT

EXIT
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ITEX

IT
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IT

EX
IT

EX
IT

EXIT

EX
IT

EXIT

EX
IT

EX
IT

EX
IT

EX
IT

EX
IT

EXIT

wall / ceiling mounted  emergency light fictures 24 Hr. battery backup - LED

illuminated exit signs - directional (WALL OR CEILING)

2x4 lay-in LED light fixtures, provide cut sheets, upward screened light baffles
White trim & baffles

white trims with reflective baffles
5" round recessed light fixtures LED lamps

flush sprinkler heads, supply cut sheets / accessories

submit cut sheets
2x2 lay-in return ait grills  - white

2x2 lay-in Air distribution diffusers white, with adjustable dampers
multi directional balfles

 allowable  approved equal will be considered. - submit shop plans & specifications
2x4 lay-in Tiles acoustical tiles "USG-Illusion series" 2 x 2  pattern / white tiles-grids

EF
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( 144 SF )

NEW ROOF OVER RAMP

EXT'G 
RAMP

RAMP

WALL
SHELVES

EXT'G 

NEW ROOF OVER RAMP

36"

HEIGHT / WT.

ADA.TLT.

ADA.TLT.

36"

ADA  SINK
ADA  TLT.

SCRIPT-PHONE

STOR.

ADA  TLT.ADA  SINK

36"

( 162 SF )

BEHAVIORIAL-1

( 144 SF )

HORIZ. BCS

HORIZ. BCS

36"

36"36"

BILLING

(19)

(25)

(22)

WAITING
( 212 SF )
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CORRIDOR - 1

CORRIDOR - 2

CORRIDOR - 3

CORRIDOR - 4

CORRIDOR - 5

( 96 SF )

(720 SF)
CHECK  IN

C.I. - 1

C.I. - 2

C.I. - 3

C.I. - 4
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WOODMTL3'-0" X 7'-0"125BOFFICE  3

29

PASSAGEN/A ADA COMPL.HRWR

ADA COMPL.HRWRN/A PASSAGE

30

OFFICE  2 B 126 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A PASSAGE

31

OFFICE  1 B 127 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A PRIVACY

32

PATIENT TOILET C 128 3'-0" X 7'-0" MTL WOOD

WOODMTL3'-0" X 7'-0"132CEXAM  4 PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"131CTREATMENT  2 PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"130BLAB  DRAW PASSAGEN/A ADA COMPL.HRWR

ADA COMPL.HRWRN/A PASSAGECORRIDDOR  1 C 129 3'-0" X 7'-0" MTL MTL.

28

27

26

25

21

ADA COMPL.HRWRN/A PASSAGE

22

CARE MANAGER 2 B 118 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A PASSAGE

23

BEHAVIORAL  1 C 119 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A PASSAGE

24

SMALL  OFFICE B 120 3'-0" X 7'-0" MTL WOOD

WOODMTL3'-0" X 7'-0"124BOFFICE  4 PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"123BCONFERENCE RM. PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"122BSMALL  OFFICE PASSAGEN/A ADA COMPL.HRWR

ADA COMPL.HRWRN/A PASSAGESMALL  OFFICE B 121 3'-0" X 7'-0" MTL WOOD

20

19

18

WOODMTL3'-0" X 7'-0"109DREAR SERV. CORR. PASSAGEN/A ADA COMPL.HRWR09

01

REMARKS

ADA COMPL.HRWRN/A

FIRE RATING

PASSAGE

HARDWARESIZE NO.

ULTRA SOUND

TYPELOCATION FRAME

DOOR   SCHEDULE

C

RM  NO.

101 3'-0" X 7'-0" MTL

DOOR

WOOD

SIDELITES
SAFETY GLASS

F

MOTION SENSORS

42" CLEAR GL.   AUTOMATIC SLIDING DOORS
STANLEY OR EQUAL - INSULATED  UNITS

INTERIOR  AUTOMATIC OPENER

SAFETY GLASS
SIDELITES

STANLEY OR EQUAL - INSULATED  UNIT
42" CLEAR GL.   AUTOMATIC OPENING DOOR

G

ADJACENT : ADA BUTTON OPENER

ADA SILLSADA SILLSADA SILLS

WOODMTL3'-0" X 7'-0"102CCHW PASSAGEN/A ADA COMPL.HRWR01

WOODMTL3'-0" X 7'-0"103CEXAM 16 PASSAGEN/A ADA COMPL.HRWR03

WOODMTL3'-0" X 7'-0"104CEXAM 15 PASSAGEN/A ADA COMPL.HRWR04

WOODMTL3'-0" X 7'-0"105CEXAM 14 PASSAGEN/A ADA COMPL.HRWR05

WOODMTL3'-0" X 7'-0"106CEXAM 13 PASSAGEN/A ADA COMPL.HRWR06

WOODMTL3'-0" X 7'-0"107CUTILITY  ROOM SECURITYN/A ADA COMPL.HRWR07

WOODMTL3'-0" X 7'-0"108CMEDS. STORAGE SECURITYN/A ADA COMPL.HRWR08

ADA COMPL.HRWRN/A PASSAGEREAR FOYER G 111 3'-0" X 7'-0" MTL MTL.

ADA COMPL.HRWRN/A SECURITYSPRINK. / WATER H 110 (PR)  2'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A PASSAGEEXISTING  COAT H 112 (PR)  2'-0" X 7'-0" MTL WOOD

11

10

12

13 WOODMTL3'-0" X 7'-0"113CDIRTY LIINEN SECURITYN/A ADA COMPL.HRWR

14 WOODMTL3'-0" X 7'-0"114CBEHAVIORAL   2 PASSAGEN/A ADA COMPL.HRWR

15 WOODMTL3'-0" X 7'-0"115BSMALL OFFICE PASSAGEN/A ADA COMPL.HRWR

16 WOODMTL3'-0" X 7'-0"116BSMALL OFFICE PASSAGEN/A ADA COMPL.HRWR

17 WOODMTL3'-0" X 7'-0"117BCARE MANAGER 1 PASSAGEN/A ADA COMPL.HRWR

 2 SETS,  VIF

PUSH OUT PANEL

H

translucent glass

SINGLE ACTION  SLIDING/FOLDING PANEL SYSTEM

translucent glass

AS MUNFACTURED BE "DIVIDER"

ALL DOOR CLOSERS TO BE ON ROOM SIDE OF DOOR, NOT HALLWAY SIDE

SIDELITES

ONE DIRECTION

W18X26  STL BM. ABV. CEILING

CON NO.  : 181422
FACILITY ID :   6674

CUSTOM GL. PANELS

ESHCHEON PL.
PUSH / PULL

PUSH / PULL

ADA COMPL.HRWR86 MTL./GL.MTL22'-4'" X 8'-0"198HSTAFF BREAK  RM. FOLDING DOORN/A

PUSH/PULL
HOLD OPEN

HOLD OPENN/A PUSH/PULLCOORIDDOR  7 E 171 3'-0" X 7'-0" MTL MTL.85

F

B

WOOD/GL.MTL.2'-10" X 7'-0" - DUTCH141SCRIPT RM.

83

PASSAGE
N/A

ADA COMPL.HRWR

ADA COMPL.HRWRN/A PASSAGE

84

BREAKROOM  EXIT B 198 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A PASSAGE

85

OFFICE

F

201 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A SECURITYENTRY  FOYER

C

192 3'-6"  X 7'-0" - AUTO ALUM. GL.

ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"157CCONSULT  ROOM PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"189EWAITING RM/COR 7 SECURITYN/A ADA COMPL.HRWR

ADA COMPL.HRWRN/A PRIVACYWAITING RM. 192 3'-0" X 7'-0" MTL MTL.

82

81

80

79

WOODMTL3'-0" X 7'-0"185BCORRIDDOR   8A

75

PASSAGEN/A ADA COMPL.HRWR

ADA COMPL.HRWRN/A PASSAGE

76

GPEN  BILLING B 194 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A PASSAGE

77

OFFICE B 195 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A PRIVACY

78

OFFICE B 196 3'-0" X 7'-0" MTL WOOD

WOODMTL3'-0" X 7'-0"199BCOMMUNITY RM. PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"198BREAKROOM  EXIT PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"193BCORRIDDOR  9 PASSAGEN/A ADA COMPL.HRWR

ADA COMPL.HRWRN/A PASSAGEOFFICE B 197 3'-0" X 7'-0" MTL WOOD

74

73

72

71

67

ADA COMPL.HRWRN/A SECURITY

68

STORAGE ROOM C 173 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A SECURITY

69

CHECK  OUT C 181 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A

70

CORRIDDOR  8 B 184 3'-0" X 7'-0" MTL MTL.

WOODMTL3'-0" X 7'-0"187BREFERRAL COOR. PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"182BWOMENS STALL PASSAGEN/A ADA COMPL.HRWR

WOODMTL3'-0" X 7'-0"183BMENS TOILET

ESHCHEON PL.

N/A ADA COMPL.HRWR

ADA COMPL.HRWRN/AWOMENS  TOILET B 182 3'-0" X 7'-0" MTL WOOD

66

65

64

GLASSMTL3'-0" X 7'-0"161APOD  4  INTERIOR PASSAGEN/A ADA COMPL.HRWR55

47

REMARKS

ADA COMPL.HRWRN/A

FIRE RATING

SECURITY

HARDWARESIZE NO.

MED. ROOM  1

TYPELOCATION FRAME

DOOR   SCHEDULE

C

RM  NO.

150 3'-0" X 7'-0" MTL

DOOR

WOOD

WOODMTL3'-0" X 7'-0"151CPOWER / IT  ROOM SECURITYN/A ADA COMPL.HRWR48

WOODMTL3'-0" X 7'-0"152CPRECEPTING PASSAGEN/A ADA COMPL.HRWR49

WOODMTL3'-0" X 7'-0"153CEXAM   9 PASSAGEN/A ADA COMPL.HRWR50

WOODMTL3'-0" X 7'-0"154CEXAM  10 PASSAGEN/A ADA COMPL.HRWR51

WOODMTL3'-0" X 7'-0"155CEXAM  11 PASSAGEN/A ADA COMPL.HRWR52

WOODMTL3'-0" X 7'-0"156CEXAM  12 SECURITYN/A ADA COMPL.HRWR53

WOODMTL3'-0" X 7'-0"160CPOD  5 SECURITYN/A ADA COMPL.HRWR54

ADA COMPL.HRWRN/A PRIVACYPATIENT  TOILET C 162 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A SECURITYPOD  4 C 161 3'-0" X 7'-0" MTL WOOD

ADA COMPL.HRWRN/A SECURITYSTORAGE  RM. C 164 3'-0" X 7'-0" MTL WOOD

57

56

58

59 WOODMTL3'-0" X 7'-0"178CTLT.RM - ULTRA PRIVACYN/A ADA COMPL.HRWR

60 WOODMTL3'-0" X 7'-0"179CTLT. RM  -  NST PRIVACYN/A ADA COMPL.HRWR

61 WOODMTL3'-0" X 7'-0"178CNST   RM. PASSAGEN/A ADA COMPL.HRWR

62 WOODMTL3'-0" X 7'-0"177CPOD  1 PASSAGEN/A ADA COMPL.HRWR

63 WOODMTL3'-0" X 7'-0"174CMED. ROOM SECURITYN/A ADA COMPL.HRWR

COMMUNITY  RM. H 19987 2'-6" X 7'-0" ADA COMPL.HRWRN/A SECURITYMTL WOOD

79a SCRIPT RM. ADA COMPL.HRWRPASSAGEWOOD/GL.MTL.2'-10" X 7'-0" - DUTCH163

C.1 - DUTCH DOOR
01

01
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PHASE- 2










NS

W

E

3/16" = 1'-0"

R
O

O
M

  F
IN

IS
H

  S
C

H
E

D
U

LE

MED. ROOM 174

POD  1 177

NST   RM. 178

TLT. RM  -  NST 179

TLT.RM - ULTRA 178

164STORAGE  RM.

161POD  4

162PATIENT  TOILET

POD  5 160

EXAM  12 156

EXAM  11 155

EXAM  10 154

EXAM   9 153

PRECEPTING 152

POWER / IT  ROOM 151

150

RM  NO.LOCATION

MED. ROOM  1

POD  4  INTERIOR 161

182WOMENS  TOILET

MENS TOILET 183

WOMENS STALL 182

REFERRAL COOR. 187

184CORRIDDOR  8

181CHECK  OUT

173STORAGE ROOM

197OFFICE

CORRIDDOR  9 193

BREAKROOM  EXIT 198

COMMUNITY RM. 199

196OFFICE

195OFFICE

194GPEN  BILLING

CORRIDDOR   8A 185

192WAITING RM.

WAITING RM/COR 7 189

CONSULT  ROOM 157

192ENTRY  FOYER

201OFFICE

198BREAKROOM  EXIT

COMMUNITY RM. 199

171COORIDDOR  7

STAFF BREAK  RM. 198

STORAGE 199

CARE MANAGER 1 117

SMALL OFFICE 116

SMALL OFFICE 115

BEHAVIORAL   2 114

DIRTY LIINEN 113

112EXISTING  COAT

110SPRINK. / WATER

111REAR FOYER

MEDS. STORAGE 108

UTILITY  ROOM 107

EXAM 13 106

EXAM 14 105

EXAM 15 104

EXAM 16 103

CHW 102

101

RM  NO.

ROOM FINISH SCHEDULE
LOCATION

ULTRA SOUND

FLOORS

REAR SERV. CORR. 109

121SMALL  OFFICE

SMALL  OFFICE 122

CONFERENCE RM. 123

OFFICE  4 124

120SMALL  OFFICE

119BEHAVIORAL  1

118CARE MANAGER 2

129CORRIDDOR  1

LAB  DRAW 130

TREATMENT  2 131

EXAM  4 132

128PATIENT TOILET

127OFFICE  1

126OFFICE  2

OFFICE  3 125

137STAFF TOILET

STORAGE 138

PATIENT TOILET 140

POD  2 140

136MED. EQUIPMENT

135EXAM  1

134EXAM  2

EXAM  3 133

148EXAM  6

EXAM  5 149

147EXAM  7

146EXAM  8

143POD  3

POD  2  INTERIOR 142

COMMENTS / REMARKSCEILINGS CEILING HT.BASE WALLS

ROOM FINISH SCHEDULE
WALLSBASE CEILING HT.CEILINGS COMMENTS / REMARKSFLOORS

VINYL GWB  PAINTED 
ANTI-MICROBIAL



FC  A   -    LUXURY VINYL TILE  5.25.X48  PLANKS - DIRECT GLUE
MANUF. "TARKETT - SERIES -  "ID  FREEDOM"

MANUF. "PHILADELPHIA" SERIES : "CHANGE IN ATTITUDE"
FC  B   -    24" CARPET SQAURES - DIRECT GLUE - COMMERCIAL GRADE

FC  C   -    12" X 24"  VCT TILES- DIRECT GLUE -
MANUF. "AZROCK" - "TEXTILE VCT"  -   HOSPITAL GRADE

MANUF. "TARKETT "  PATTERN NO. -  " IQ  OPTIMA - GRANIT SD"
FC  D   -    HOMOGENEOUS SHEET GOODS WITH INTEGRAL 6" BASE - HOSPITAL GRADE

FC  E   -    PORCELAN TILE PLANKS, DIRECT GLUE -  WITH .05 MIN. SLIP  CO-EFFICIANT
MANUF. "OLYMPIA"  SERIES  :  "ITALWOOD" GLAZED PORCELAN

FC  C  

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  C  

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  C  

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  C  

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  C  

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  C  

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  C  

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  A

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  D 
ANTI-MICROBIAL
GWB  PAINTEDINTEGRAL

GWB  PAINTED 
ANTI-MICROBIAL

FC  D

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  C  

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

VINYL GWB  PAINTED 
ANTI-MICROBIAL

FC  C  

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  C  
ANTI-MICROBIAL
GWB  PAINTEDVINYL

FC  B GWB  PAINTEDVINYL

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B
VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B
VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

VINYL GWB  PAINTED  FC  B

FC  E GWB  PAINTEDVINYL

VINYL GWB  PAINTED  FC  E

FC  E GWB  PAINTEDVINYL

VINYL GWB  PAINTED  FC  E

FC  B GWB  PAINTED  VINYL

VINYL GWB  PAINTEDFC  B

FC  B GWB  PAINTED  VINYL

VINYL GWB  PAINTEDFC  B

VINYL GWB  PAINTEDFC  B

FC  B GWB  PAINTED  VINYL

VINYL GWB  PAINTEDFC  B

VINYL GWB  PAINTEDFC  B

VINYL GWB  PAINTEDFC  B

VINYL GWB  PAINTEDFC  B

VINYL GWB  PAINTEDFC  B

FC  A GWB  PAINTED  VINYL

VINYL GWB  PAINTEDFC  A

VINYL GWB  PAINTEDFC  A

VINYL GWB  PAINTEDFC  A

VINYL GWB  PAINTEDFC  B

VINYL



GWB  PAINTEDFC  E

VINYL GWB  PAINTEDFC  A

VINYL GWB  PAINTEDFC  A

VINYL GWB  PAINTEDFC  A

VINYL GWB  PAINTEDFC  A

FC  A GWB  PAINTED  VINYL

VINYL GWB  PAINTEDFC  B

VINYL GWB  PAINTEDFC  A

FC  A GWB  PAINTED VINYL

INTEGRAL

GANGED CHECK - IN FC  B GWB  PAINTED  VINYL157

157 VINYL GWB  PAINTEDFC  ACORRIDDORS - TYP.
EXCEPT  CORR. 9

PROVIDE LABOR PRIVE ONLY FOR FLOORING

PROVIDE LABOR PRIVE ONLY FOR FLOORING

PROVIDE LABOR PRIVE ONLY FOR FLOORING

PROVIDE LABOR PRIVE ONLY FOR FLOORING

POC TEST  139/165 FC  A GWB  PAINTED  VINYL157

CHECK-OUTS & CORR. 6 FC  B GWB  PAINTED  VINYL

FACILITY ID :   6674
CON NO.  : 181422
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fabric  screens

05 GANGED ADMISSIONS DESKS 
ADA ACCESSIBLE - 7 STATIONS

FACILITY ID :   6674
CON NO.  : 181422

AS PER OWNER

textile wallcovering

ACCESS
BLANK

FRP

textile screen - FABRIC TO BE CLASS-A

FABRIC SELECTION 

A4
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06 TEXTILE SCREEN DETAIL
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FINISH CABINETRY NOTES :

1.  SECTION INCLUDES THE FOLOWING :
PLASTIC LAMINATE COUNTERTOPS & SHELVING
CUSTOM BASE & WALL  CABINETRY
CUSTOM 1/2 WALL TOPCAPS
CUSTOM LAMINATE COUNTERTOP SUPPORT BRACKETS
SHOP DRAWINGS FOR ALL COMPONANTS
FIELD MEASURING, SITE INSPECTION, PRIOR TO FABRICATION
ALL REQ'D,. FASTENING/ATTACHMENT DEVICES FOR ALL MILLWORK

2.  PROVIDE ALL REWUIRED WOOD BLOCKING, FURRING, SHIMS AND / OR

FOR PROJECT, DIRECTION TO PROJ. FOREMAN FOR REQ'D. BLOCKING
3.  ALL SUBMITTALS,SHOP PLANS,COLOR SAMPLES & CORRESPONDENCES

ANCHORING DEVICES TO SECURE ALL  MILLWORK ON PROJECT

4.  COLORS / SAMPLES TO BE FURNISHED TO TENANT, FOR  REVIEW AND

AND INSTALLING PROFESSION GRADE MILLWORK, AND RELATED
5.  VENDOR MUST PROVIDE PROFF OF EXSPERIENCE IN PRODUCING

APPROVAL, PRIOR TO FABRICATION. RECEIVE ACCAEPTANCE IN WRITING

CUSTOM FABRICATED CABINETRY, COUNTERTOPS &  TRIMS.

6.  FIELD VERIFY ALL SITE CONDITIONS, FOR MILLWORK INSTALLATION.

7. MATERIALS :

MEDIUM DENSITY FIBREBOARD - ANSI A2082
 PARTICLE BOARD - ANSI A208.1 GRADE M2

THERMALLY DECORATIVE OVERLAY PARTICLE BOARD OR MDF

HIGH PRESSURE DECORATIVE LAMINATE - NEMA LD-3, GRADES 
AS RREQUIRED FOR HIGHEST INDUSTRY STANDARDS

MANUFACTURERS FOR HDPL AS FOLLOWS :

WILSONART CORP.
FORMICA CORP.
LAMINART CORP.
PIONEER CORP.

8. CABINETRY :

CABINETRY  SHALL BE CUSTOM FABRICATED OR BE AN APPROVED
SEMI-CUSTOM CABINETRY  VENDOR AS APPROVED BY OWNER

  - MERRILATT CORP.
- KRAFTMAID CORP.
-  AMERICAN WOODMARK CORP.

9.  CABINETRY HARDWARE :

    FRAMELESS, CONCEALED HINGES
4" WIRE TYPE PULLS - SATIN CHROME
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bottle
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EXT'G  DOOR/FRM. EXT'G WINDOWSEXT'G WINDOWS

POD - 1  INTERIOR WALL ELEVATION06
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2 BEADS SEALANT

AS NOTED ON SCHEDULE

20 GA. GALV. STL STUDS
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SOUND ATTENUATION BATT INSUL.
ALL WALLS - SEE WALL TYPES

EXT'G  FLOOR
PATCH AS REQUIRED

2X2  ACT. CEILING TILES
"ANTI MICROBIAL"  RATED
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DO NOT EXTEND
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AS REQUIRED. MIN 24"
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UN
IV

ER
SA

L 
PR

IM
AR

Y 
CA

RE
O

N
E

 B
L

U
E

B
IR

D
 S

Q
U

A
R

E
IN

T
E

R
IO

R
 A

L
T

E
R

A
T

IO
N

S

C
IT

Y
 O

F 
O

L
E

A
N

, N
E

W
 Y

O
R

K

1/2" = 1'-0"

EMAIL : WYLIER@BLUEFROG.COM

WYLIER

SO
U

TH
ER

N
 T

IE
R 

CO
M

M
U

N
IT

Y
 H

EA
LT

H
 C

EN
TE

R 
N

ET
W

O
RK

,IN
C.

PA
R

K
 C

E
N

T
E

R
 D

E
V

E
L

O
PM

E
N

T
 C

O
M

PA
N

Y
C

IT
Y

 O
F 

O
L

E
A

N
,  

N
E

W
 Y

O
R

K

SU
IT

E
  N

O
. 5

716- 946-4656

Sanborn, New York

&
ASSOCIATES

ARCHITECTURE - INTERIORS

3072 Upper Mountain Road

O
N

E
 B

L
U

E
B

IR
D

 S
Q

U
A

R
E

13
5 

N
O

R
T

H
 U

N
IO

N
 S

T
R

E
E

T
S

E
LE

C
T 

IN
TE

R
IO

R
 E

LE
VA

TI
O

N
S

A13

30" 24"15"15" 24"30"

pencil drawerpencil drawer

COUNTERTOPR @ 30.5"

15" 21"

pencil drawer

15"
21"

30"

12"21" 30"30"24" 15"

pencil drawer pencil drawer

15"

15"

VISION  WINDOWVISION  WINDOW

lower cab. NIC lower cab. NIC

lower cab. NIC

lower cab. NIC

lower cab. NIC

lower cab. NIC

Lower cab. NIC

Lower cab. NIC

Lower cab. NIC

tall units

LATCH SIDE OF ALL DOORS - BRACED TO STRUCTURE ABOVE

upper cab. INCLUDE
upper cab. INCLUDE

upper cab. INCLUDE upper cab. INCLUDE
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upper cab. INCLUDE

upper cab. INCLUDE

upper cab. INCLUDE

upper cab. INCLUDE

upper cab. INCLUDE
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01
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upper cab. INCLUDE
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PROVIDE RUBBER GROMMET CABLE ACCESS  HOLES @ 48" O.C.
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EXISTING124 SF

SINKCLEAN
32 SF

ELECTRICAL

JAN .AREA
HW TANK

IT  AREA
DIST.PANELS

24"X30" MOP SINK
FLOOR MOUNT

4"

SHLVS. ABV.

W/ LOOP
Stacking W/D

SHLVS. ABV.

vent  thru roof

counter

50 SF

FLOOR MOUNTStacking W/D

SINK

SHLVS. ABV.

FUTURE MEDICAL
SERVICE SINK

32"
32 SF
DIRTY

36"

01 COMBINE CLEAN & DIRTY LINEN
REUSE CABINETS FROM PHASE 2 DEMO.

SS SINK 10" DEEP
LARGE

65 SF
DIRTY LINEN

INFILL LFUSH

18"

33'

33'

24"

27"27"24'

PATCH FLOOR / CEILING

EXISTING

PROVIDE NEW CABINET/COUNTER/SINK/FAUCETS
NEW  DIRTY LINEN03

BLANK
ACCESS

FRP FRP

RE-USE ELECT. CIRCUITS

02 NEW  DIRTY LINEN

FRP

DR.
CHART MED ROOM 36"

36"

MED ROOM -STORAGE04

STORAGE
EXTEND 2" SANT. TO  SINKS

24" 18" 18"18"18"

24" 24" 24"

FRP FRP

ACCESS
BLANK

05 NEW  MED ROOM
PROVIDE NEW CABINET/COUNTER/SINK/FAUCETS

PROVIDE NEW CABINET/COUNTER/SINK/FAUCETS
NEW  STORAGE RM.06

EXT'G SANT.-VIF

EXTEND 2" SANT. TO  SINKS

ACCESS
BLANK

FRP

07 MED ROOM -STORAGE

Alcove / charting
180

PROVIDE NEW CABINET/COUNTER/SINK/FAUCETS
NEW  DR. ALCOVE08

BLANK
ACCESS

FRPFRP

24"30"30" 18" 21"

FRP
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ADA  TLT.ADA  SINK

36"

( 162 SF )
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CHECK  IN
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WAITING
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CHECK OUT
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CHECK-OUT
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CHECK-OUT

CONSULT - 2
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TREATMENT-2
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ADA  SINK
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SM. OFFICE

TOILET
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ULTRA SOUND
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SM. OFFICE
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LAB DRAW
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CON NO.  : 181422
FACILITY ID :   6674

6" EXT'G. SANT.
3"WALL
C.O.

FINAL ROUTING OF DWV SANITARY LINES AS PER  MASTER PLUMBER / LANDLORD DISCRETION
MASTER PLUMBER TO HAVE INSURANCES ON FILE WITH CITY  OF OLEAN,  N.Y.

PROVIDE WALL & FLOOR CLEAN OUTS AS PER 2105 IPC & ADA CODE MIN. REQUIREMENTS
SUPPLY SINK / FAUCET BATHROOM CUT SHEETS DEMOSTRATING MIN./ ADA  MIN. STANDARDS

FAUCET/PADDLE LEVERS

FAUCET/PADDLE LEVERS
FAUCET/PADDLE LEVERS

15X15 SURF.  MNT. - SSSS SINK

COLOR WHITE - ADA
OR   APPROVED  EQ.

NOTES
AMERICAN STANDARD

FLOOR MOUNT - POWR FLUSH

MANUFACTURER
WALL MOUNT - PORCELAN

ADA TOILET
ADA SINK

DESCRIPTIONFIXTURE 

PLUMBING  FIXTURE SCHEDULE

30"  SINGLE BOWL  -SSDIRTY UTILIY
30" SINGLE BOWL GOOSE NECK / PADDLE FAUCET

GOOSE NECK / PADDLE  FAUCET

FAUCET/PADDLE LEVERS
EYEWASH KIT ON FAUCET

TREATMENT
GOOSE NECK / PADDLE  FAUCET
15X15 SURF.  MNT. - SS AMERICAN STANDARD

OR   APPROVED  EQ.
ADA DRINKING
FOUNTAIN

DUAL  HT. W/ ADA HT.
ACCESSORY BOTTLE FLLER

ELKAY SUBMIT CUT SHEETS
SAME OR EQUAL.

SHUT OFF VALVES POLISHED CHROME

FLOOR DRAINS STAIN. STEEL / SELF PRIMERS

36" SINKS
KITCHEN STAIN. STEEL  SURF. MOUNT

SELF RIMMING OR   APPROVED  EQ.
AMERICAN STANDARD

ZURN, OATLEY

SAME OR EQUAL.
SUBMIT CUT SHEETS

SUBMIT CUT SHEETS
SAME OR EQUAL.

KOELHER / MEON

PROVIDE ALL CUT SHEETS FOR FIXTURES & ACCESSORIES

15"

7'-6"

SUPLLY ALL REQ'D.FT. WOOD BLOCKING IN WALLS

ADA COMPL. FAUCETS

1'
-4

5 16
"

8"

M
IN

.MIN.

38
" M

A
X

.

MIN. MAX

MIN.

7"-9"

42" min

6"1'-715
16"

17"

21
"

17
"-

19
"

MIRROR

CLEAR 

107
8" 3'

GRAB BAR

1'
-1

0" 17
" M

IN
.

MIN.

SPACE

3" FLOOR
DRAIN LIF4'

-0
"

36"

30"

6'
-4

1 4"

G
R

A
B
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A

R

4'
-0

"

M
IN

.FLOOR 

7'
-0

" F
IN

.

5'-0" TURNING RADIUS
CLEAR FLOOR SPACE

REINF. WALL AS REQ'D. WITH METAL /WOOD REINF.

FEDERAL REGULATIONS, INTERNATIONAL PLUMBING CODES

HC

NOTES:

MIRRORS- 2'-0" x 3'-0" ( 3'-4" A.F.F.)- IF REQ'D.
GRAB BARS- 1 1/2"Ø  33"-36" A.F.F.

SIGNAGE SHALL COMPLY WITH ALL LOCAL AND

TYPICAL HANDICAP TOILET FACILITY

33
"-

36
"

12"

29
" M

IN
.

34
" M

A
X

27
" M

IN
.

ADA LAV.

MIRROR

18" 3'-6" 15"

5'
-1

03 4"

5'
-1

013 16
"

ADA TOILETS OPEN SEATS
WRAP & PROTECT ALL EXSPOSED SANT PIPES BELOW LAVS.
VINYL COVERED FOAM PROTECTIVE WRAP KITS.

39-41"

OPEN ELONGATED ADA COMPL. SEATS 

4" SANT

4" SANT 4" SANT

4" SANT

4" FD
C.O.

EMERGENCY REVERSE
DOOR ACCESS.
PATEINT TOILETS

SCRIPT-PHONE

36"

36"

SCRIPT-PHONE

STAIN. STEEL  SURF. MOUNT

PROVIDE ALL BATHROOMS WITH ELECTRIC 120V
HANDDRYERS ADA  COMPL. - NO PAPER TOWELS DISP.

ADA COMPL. HANDDRYERS
120V
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NEW  WATER SUPPLY  SERVICE  TO COMPLY WITH IBC 2015,  IPC 2015  EDITION, CITY OF OLEAN ORDINANCES

BACK FLOW/RPZ/FLOW

ELECTRIC RM.

( 137 SF )

EXAM  8

EXISTING   RENOVATED   AREAS
NEW   EXPANSION   AREA

TO REMAIN
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vent  thru roof

CAB./SINK CAB./SINKCAB./SINK
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Stacking W/D

W/ LOOP

FLOOR MOUNT

24"X30" MOP SINK

ADA TLT.

ADA SINK
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"
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EXT'G. 4" SANT, PVC

60 SF

MED ROOM
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CAB./SINK

STORAGE
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ELECTRICAL  ROOM
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HW TANK
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DOMESTIC WATER SUPPLY DIAGRAM
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3/4" CW

3/4" HW

3/4" HOT WATER LOOP

EXTEND EXT'G.

3/4" COLD

CHECK VAVLE

HOT

COLD

FLUE VENT  (WALL-ROOF)

50 GALLON HIGH EFF.

GAS FIRED HW TANK -  INSULATE UNIT

GAS FIRED HW TANK

50 GALLON HIGH EFF.

3/4" GAS

3/4" GAS

SHUT OFF

3/4" COLD

3
/
4
"
 
C

O
L
D

HOT RETURN

HOT

COLD

TO MAIN DOMESTIC

EXP/ TANK

HW CIRCULATING

PUMP /TIMER

UTILITY  BLOCKS

ADJ. UNIT.

PROVIDE INSUL WRAP ON ALL PIPING AS PER IPC/IECC 2105

FLUSH FLOOR DRAIN TRAPS TO BE SELF - PRIMING TYPE.

SEAL ALL THRU WALL OPENINGS, EACH SIDE OF WALL PENETRATION

ATTACH ALL LINES TO STRUCTURE ONLY., ABOVE CEILINGS

SUPPLY ALL CUT SHEETS FOR ALL PLUMBING FIXTURES FOR APPORVAL BY OWNER/ ARCHITECT

COMPLY WITH ALL APPICABLE PROVISIONS OF THE  NYS ARTICLE - 28 PLUMBING REGUALTION

COMPLY WITH ALL APPICABLE PROVISIONS OF THE INTERNATIONAL PLUMBING CODE.
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2. Space Ventilation Analysis

Zone Name / Space Name Mult.

Floor 

Area

(ft²)

Maximum 

Occupants

Maximum 

Supply Air

(CFM)

Required 

Outdoor Air

(CFM/person)

Required 

Outdoor Air

(CFM/ft²)

Required 

Outdoor Air

(CFM)

Required 

Outdoor Air

(% of supply)

Uncorrected 

Outdoor Air

(CFM)

Zone 1

Ultra Sound 100 1 142.0 2.0 119.1 0.00 0.00 43.0 0.0 43.0

CHW 102 1 90.0 2.0 83.9 0.00 0.00 18.0 0.0 18.0

Exam 13 1 110.0 3.0 108.2 0.00 0.00 35.0 0.0 35.0

Exam 14 1 110.0 3.0 108.2 0.00 0.00 35.0 0.0 35.0

Exam 15 1 110.0 3.0 108.2 0.00 0.00 35.0 0.0 35.0

Exam 16 1 110.0 3.0 108.2 0.00 0.00 35.0 0.0 35.0

Corridor 5 1 415.0 5.0 245.0 0.00 0.06 0.0 0.0 24.9

Med Room 108 1 28.0 0.0 12.7 5.00 0.12 0.0 0.0 3.4

Rear Entry & Corridor 1 190.0 2.0 108.7 0.00 0.06 0.0 0.0 11.4

Corridor 6 South 1 300.0 5.0 192.7 0.00 0.06 0.0 0.0 18.0

Dirty Linen 1 55.0 1.0 48.2 5.00 0.12 0.0 0.0 11.6

Behavioral 2 1 144.0 4.0 211.2 0.00 0.00 50.0 0.0 50.0

Office 115 1 80.0 2.0 82.6 5.00 0.06 0.0 0.0 14.8

Office 116 1 80.0 2.0 82.6 5.00 0.06 0.0 0.0 14.8

Check Out 159 1 155.0 3.0 143.3 5.00 0.06 0.0 0.0 24.3

Corridor 4 1 273.0 5.0 180.4 0.00 0.06 0.0 0.0 16.4

Pod-5 160 1 316.0 3.0 257.1 5.00 0.06 0.0 0.0 34.0

Pod-4 161 1 166.0 2.0 139.8 5.00 0.06 0.0 0.0 20.0

Script-Ph-Stor. 163,164 1 107.0 1.0 77.4 5.00 0.06 0.0 0.0 11.4

ADA Toilet 162 1 56.0 1.0 31.3 5.00 0.06 0.0 0.0 8.4

POC Test-1 165 1 44.0 1.0 42.4 5.00 0.06 0.0 0.0 7.6

Totals (incl. Space Multipliers) 2491.4 471.9

2. Space Ventilation Analysis

Zone Name / Space Name Mult.

Floor 

Area

(ft²)

Maximum 

Occupants

Maximum 

Supply Air

(CFM)

Required 

Outdoor Air

(CFM/person)

Required 

Outdoor Air

(CFM/ft²)

Required 

Outdoor Air

(CFM)

Required 

Outdoor Air

(% of supply)

Uncorrected 

Outdoor Air

(CFM)

Zone 1

Corridor 7 South 1 260.0 5.0 174.5 0.00 0.06 0.0 0.0 15.6

Height/Weight 145 1 72.0 2.0 55.2 5.00 0.06 0.0 0.0 14.3

Height/Weight 158 1 72.0 2.0 55.2 5.00 0.06 0.0 0.0 14.3

Consult 157 1 105.0 3.0 99.2 5.00 0.06 0.0 0.0 21.3

Exam 11 1 128.0 3.0 113.5 0.00 0.00 40.0 0.0 40.0

Exam 10 1 137.0 3.0 119.1 0.00 0.00 45.0 0.0 45.0

Exam 9 1 137.0 3.0 119.1 0.00 0.00 45.0 0.0 45.0

Exam 5 1 128.0 3.0 113.5 0.00 0.00 40.0 0.0 40.0

Exam 6 1 128.0 3.0 113.5 0.00 0.00 40.0 0.0 40.0

Exam 7 1 137.0 3.0 119.1 0.00 0.00 45.0 0.0 45.0

Exam 8 1 137.0 3.0 119.1 0.00 0.00 45.0 0.0 45.0

Exam 12 1 128.0 3.0 113.5 0.00 0.00 40.0 0.0 40.0

Corridor 3 1 300.0 5.0 192.7 0.00 0.06 0.0 0.0 18.0

Power-IT 151 1 48.0 1.0 61.3 0.00 0.00 0.0 0.0 0.0

Precepting 152 1 72.0 2.0 73.4 5.00 0.06 0.0 0.0 14.3

Med Room 150 1 87.0 2.0 84.0 5.00 0.12 0.0 0.0 20.4

Totals (incl. Space Multipliers) 1725.9 458.3

2. Space Ventilation Analysis

Zone Name / Space Name Mult.

Floor 

Area

(ft²)

Maximum 

Occupants

Maximum 

Supply Air

(CFM)

Required 

Outdoor Air

(CFM/person)

Required 

Outdoor Air

(CFM/ft²)

Required 

Outdoor Air

(CFM)

Required 

Outdoor Air

(% of supply)

Uncorrected 

Outdoor Air

(CFM)

Zone 1

Check Out 144 1 155.0 3.0 143.3 5.00 0.06 0.0 0.0 24.3

Corridor 7 North 1 549.0 5.0 305.9 0.00 0.06 0.0 0.0 32.9

Pod-2 142 1 166.0 2.0 139.8 5.00 0.06 0.0 0.0 20.0

Pod-3 143 1 316.0 3.0 257.1 5.00 0.06 0.0 0.0 34.0

ADA Toilet 140 1 56.0 1.0 31.3 5.00 0.06 0.0 0.0 8.4

POC Test-1 139 1 44.0 1.0 42.4 5.00 0.06 0.0 0.0 7.6

Script-Ph-Stor. 141,138 1 107.0 1.0 77.4 5.00 0.06 0.0 0.0 11.4

Corridor 2 1 273.0 5.0 180.4 0.00 0.06 0.0 0.0 16.4

Exam 1 1 132.0 3.0 116.0 0.00 0.00 45.0 0.0 45.0

Exam 2 1 126.0 3.0 112.2 0.00 0.00 40.0 0.0 40.0

Exam 3 1 135.0 3.0 117.8 0.00 0.00 45.0 0.0 45.0

Exam 4 1 135.0 3.0 117.8 0.00 0.00 45.0 0.0 45.0

Med Equipment 136 1 44.0 1.0 36.8 5.00 0.12 0.0 0.0 10.3

Toilet 137 1 54.0 1.0 28.0 5.00 0.06 0.0 0.0 8.2

Treatment 131 1 174.0 3.0 156.8 0.00 0.06 55.0 0.0 65.4

Totals (incl. Space Multipliers) 1863.1 413.9

2. Space Ventilation Analysis

Zone Name / Space Name Mult.

Floor 

Area

(ft²)

Maximum 

Occupants

Maximum 

Supply Air

(CFM)

Required 

Outdoor Air

(CFM/person)

Required 

Outdoor Air

(CFM/ft²)

Required 

Outdoor Air

(CFM)

Required 

Outdoor Air

(% of supply)

Uncorrected 

Outdoor Air

(CFM)

Zone 1

Lab Draw 130 1 150.0 3.0 164.1 0.00 0.06 50.0 0.0 59.0

Toilet 128 1 65.0 1.0 34.2 5.00 0.06 0.0 0.0 8.9

Office 127 1 141.0 2.0 146.0 5.00 0.06 0.0 0.0 18.5

Office 126 1 141.0 2.0 146.0 5.00 0.06 0.0 0.0 18.5

Office 125 1 141.0 2.0 146.0 5.00 0.06 0.0 0.0 18.5

Office 124 1 191.0 2.0 182.7 5.00 0.06 0.0 0.0 21.5

Office 122 1 74.0 2.0 78.4 5.00 0.06 0.0 0.0 14.4

Office 121 1 74.0 2.0 78.4 5.00 0.06 0.0 0.0 14.4

Office 120 1 74.0 2.0 78.4 5.00 0.06 0.0 0.0 14.4

Conference Room 123 1 230.0 10.0 323.0 5.00 0.06 0.0 0.0 63.8

Corridor 1 1 245.0 3.0 145.2 0.00 0.06 0.0 0.0 14.7

Corridor 6 North 1 300.0 5.0 192.7 0.00 0.06 0.0 0.0 18.0

Behavioral 1 1 144.0 4.0 153.0 0.00 0.00 50.0 0.0 50.0

Case Manager 117 1 94.0 2.0 93.4 5.00 0.06 0.0 0.0 15.6

Case Manager 118 1 94.0 2.0 93.4 5.00 0.06 0.0 0.0 15.6

Totals (incl. Space Multipliers) 2054.7 365.8

Ventilation Sizing Summary for RTU-1

Ventilation Sizing Summary for RTU-2

Ventilation Sizing Summary for RTU-3

Ventilation Sizing Summary for RTU-4

2. Space Ventilation Analysis

Zone Name / Space Name Mult.

Floor 

Area

(ft²)

Maximum 

Occupants

Maximum 

Supply Air

(CFM)

Required 

Outdoor Air

(CFM/person)

Required 

Outdoor Air

(CFM/ft²)

Required 

Outdoor Air

(CFM)

Required 

Outdoor Air

(% of supply)

Uncorrected 

Outdoor Air

(CFM)

Zone 1

Waiting 190 1 1130.0 50.0 1219.0 5.00 0.06 0.0 0.0 317.8

Check In 188-189 1 588.0 10.0 454.0 5.00 0.06 0.0 0.0 85.3

Office 195 1 88.0 1.0 73.5 5.00 0.06 0.0 0.0 10.3

Office 196 1 88.0 1.0 73.5 5.00 0.06 0.0 0.0 10.3

Office 197 1 88.0 1.0 73.5 5.00 0.06 0.0 0.0 10.3

Billing 194 1 164.0 2.0 138.4 5.00 0.06 0.0 0.0 19.8

Corridor 9 1 193.0 1.0 99.0 0.00 0.06 0.0 0.0 11.6

Referal Coor. 187 1 114.0 1.0 91.8 5.00 0.06 0.0 0.0 11.8

Resident MD 186 1 167.0 1.0 129.3 5.00 0.06 0.0 0.0 15.0

Check Out 181 1 84.0 1.0 70.6 5.00 0.06 0.0 0.0 10.0

Corridor 8 1 225.0 3.0 136.1 0.00 0.06 0.0 0.0 13.5

ADA Toilet 179 1 75.0 1.0 37.4 5.00 0.06 0.0 0.0 9.5

NST 178 1 75.0 1.0 103.7 0.00 0.00 18.0 0.0 18.0

Pod-5 & Nurse 176-177 1 284.0 3.0 353.7 5.00 0.06 0.0 0.0 32.0

Exam 173 1 155.0 3.0 135.9 0.00 0.00 50.0 0.0 50.0

Med Room 174 1 60.0 1.0 38.5 5.00 0.12 0.0 0.0 12.2

Kitchen 200 1 88.0 3.0 110.8 7.50 0.12 0.0 0.0 33.1

Breakroom 198 1 1000.0 15.0 791.6 5.00 0.06 0.0 0.0 135.0

Community Room 199 1 600.0 10.0 572.6 5.00 0.06 0.0 0.0 86.0

Office 201 1 96.0 1.0 81.3 5.00 0.06 0.0 0.0 10.8

Totals (incl. Space Multipliers) 4784.3 902.3

PHASE TWO SPACE VENTILATION CALCULATIONS
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BREAKER BREAKER
ckt# ckt#

1 20A-1P 9.58 2.50 20A-1P 2
3 20A-1P 7.87 0.00 20A-1P 4
5 20A-1P 11.83 0.00 20A-1P 6
7 20A-1P 12.86 0.00 20A-1P 8
9 20A-1P 12.71 0.00 20A-1P 10

11 20A-1P 1.00 0.00 20A-1P 12
13 20A-1P 0.00 2.75 20A-1P 14
15 20A-1P 0.00 7.50 20A-1P 16
17 20A-1P 0.00 6.00 20A-1P 18
19 20A-1P 0.00 14.70 20
21 20A-1P 0.00 14.70 22
23 20A-1P 0.00 16.46 24
25 - 0.00 16.46 26
27 - 0.00 9.36 28
29 - 0.00 9.36 30
31 - 0.00 4.68 32
33 - 0.00 4.68 34
35 - 0.00 0.00 - 36
37 - 0.00 0.00 - 38
39 - 0.00 0.00 - 40
41 - 0.00 0.00 - 42

19.80
55.00

30A-2P Condensing Unit (CU-1)                        
Fan Coil Unit (FCU-1)
Condensing Unit (CU-2)                        
Fan Coil Unit (FCU-2)

30A-2P

15A-2P Electric Cabinet Heater (ECH-2)

15A-2P Electric Cabinet Heater (ECH-3)

SPACE
SPACE

SPARE
SPARE

SPARE
SPARE
SPACE

Nurse Call Panel (ECP-1 & ECP-2)
SPARE
SPARE

Exhaust Fan (EF-1)
Exhaust Fan (EF-2 & EF-3)
Roof Recepts.

SPARE

Exam & Tlt. Rm. Lights
Exam, Tlt, Treatment, Lab Draw Lights
Corridor, Check-Out 2, Pod 4/5 Lights
Corridor, Check-Ou 1t, Pod 2/3 Lights

Mech., Office, Conf., Med Lights
Exterior Entrance Lights

SPARE
SPARE

SPACE
SPACE

SPACE

SPACE
SPACE
SPACE

SPARE
SPARE

SPACE
SPACE

SPACE

L3

PP4 (R.P.A.#2)   
(Surface Mount)

208Y/120V Three Phase Four Wire MAIN LUGS ONLY
22 kAIC 42Ckt.

L1DESCRIPTION

MAIN BREAKER
LOCATION: POWER / IT ROOM 151

250 Amp Mains

DESCRIPTION

44.65

EXISTING PANEL (R.P.A.#2)                 
TO BE RELOCATED

L2

63.53
                 * DENOTES GFCI TYPE C.B.                                                                                                                              TOTAL CONNECTED AMPERES

56.82 TOTAL CONNECTED kVA

SPACE

TOTAL CONNECTED AMPS/LEG

BREAKER BREAKER
ckt# ckt#

1 67.50 3.00 20A-1P 2
3 64.50 3.00 20A-1P 4
5 61.50 3.00 20A-1P 6
7 20A-1P 15.00 10.50 20A-1P 8
9 20A-1P 15.00 9.00 20A-1P 10

11 20A-1P 15.00 3.00 20A-1P 12
13 20A-1P 15.00 6.00 20A-1P 14
15 20A-1P 7.50 4.50 20A-1P 16
17 20A-1P 7.50 6.00 20A-1P 18
19 20A-1P 13.50 7.50 20A-1P 20
21 20A-1P 12.00 7.50 20A-1P 22
23 20A-1P 12.00 0.00 20A-1P 24
25 20A-1P 9.00 4.50 20A-1P 26
27 20A-1P 9.00 4.50 20A-1P 28
29 20A-1P 9.00 4.50 20A-1P 30
31 20A-1P 12.00 4.50 20A-1P 32
33 - 0.00 4.50 20A-1P 34
35 - 0.00 6.00 20A-1P 36
37 - 0.00 3.50 20A-1P 38
39 - 0.00 0.00 20A-1P 40
41 - 0.00 0.00 - 42

52.80
146.67

Exam Rm. 7 & 8 H.G. Recepts.

Pod-5 Recepts.

Pod-5 Recepts.

                 * DENOTES GFCI TYPE C.B.                                                                                                                              TOTAL CONNECTED AMPERES

Toilet Rm. Hand Dryer
SPACE

127.50 TOTAL CONNECTED kVA

Pod-4 Recepts.

Med Rm. 1 Recepts.
Med Rm. 1 Recepts.
Precepting
Storage & POC Test-1 Recepts.

Power / IT Rm. Quad Recepts.
Power / IT Rm. Quad Recepts.
Power / IT Rm. Quad Recepts.
Power / IT & Corridor Recepts.

100A-3P

Script-Phone Rm. Recepts.

DESCRIPTION L1 L2 L3 DESCRIPTION

Exam Rm. 5 & 6 H.G. Recepts.

PP5 (R.P.A.#1)   
(Surface Mount)

208Y/120V Three Phase Four Wire MAIN LUGS ONLY
EXISTING PANEL "R.P.A#1"                 

TO BE RELOCATED250 Amp Mains 22 kAIC 42Ckt. MAIN BREAKER

Hot Water Heater & Recirculating Pump

SPACE

CHW & Ultra-Sound H.G. Recepts.
Behaviorial-2 H.G. Recepts.

Small Office Recepts.

SPACE

Care Manager Office Recepts.

Rear Entrance Automatic Door Motor

TOTAL CONNECTED AMPS/LEG 171.50

SPACE

141.00
SPACE

SPACE
Med Rm. & Dirty Linen Recepts.

Exam Rm. 9 & 10 H.G. Recepts.

Checkout 2 Recepts.

SPARE

Pod-5 Recepts.

Checkout 2 Recepts.

Height/WT & Consult. RM. H.G. Recepts.

LOCATION: POWER / IT ROOM 151

PANEL PP6

Corridor, Mech., Water Rm. Recepts.

Exam Rm. 13, 14 & ADA Tlt. H.G. Recepts.
Height/WT & Consult. RM. H.G. Recepts.

Exam Rm. 15 & 16 H.G. Recepts.

Exam Rm. 11 & 12 H.G. Recepts.

BREAKER BREAKER
ckt# ckt#

1 20A-1P 10.50 6.00 20A-1P 2
3 20A-1P 15.00 7.50 20A-1P 4
5 20A-1P 15.00 7.50 20A-1P 6
7 20A-1P 4.50 0.00 20A-1P 8
9 20A-1P 7.50 4.50 20A-1P 10

11 20A-1P 12.00 4.50 20A-1P 12
13 20A-1P 12.00 4.50 20A-1P 14
15 20A-1P 12.00 4.50 20A-1P 16
17 20A-1P 0.00 4.50 20A-1P 18
19 20A-1P 0.00 10.50 20A-1P 20
21 20A-1P 0.00 3.00 20A-1P 22
23 20A-1P 0.00 6.00 20A-1P 24
25 20A-1P 0.00 7.50 20A-1P 26
27 20A-1P 0.00 10.50 20A-1P 28
29 - 0.00 12.00 - 30
31 - 0.00 12.00 - 32
33 - 0.00 0.00 - 34
35 - 0.00 0.00 - 36
37 - 0.00 0.00 - 38
39 - 0.00 0.00 - 40
41 - 0.00 0.00 - 42

23.22
64.50

Pod-3 Recepts.
Toilet Rm. Hand Dryer

TOTAL CONNECTED AMPS/LEG 67.50 64.50 61.50 TOTAL CONNECTED kVA

Small Office Recepts.
Conference Rm. Recepts.

SPACE

SPACE
SPACE

SPARETreatment Rm. H.G. Recepts.
Pod-3 Recepts.Lab Draw & Tlt. H.G. Recepts.

SPARE Corriodor Recepts.
SPARE Checkout 1 Recepts.

Pod-3 Recepts.
Toilet Rm. Hand Dryer

EXISTING PANEL "R.P.G."                  
TO BE RELOCATED250 Amp Mains 22 kAIC 42Ckt. MAIN BREAKER

LOCATION: POWER / IT ROOM 151

Checkout 1 Recepts.

Toilet Rm. Hand Dryer

Exam 1 & 2 H.G. Recepts.
Pod-2 Recepts.Exam 3 & 4 H.G. Recepts.

                 * DENOTES GFCI TYPE C.B.                                                                                                                              TOTAL CONNECTED AMPERES

Script-Phone Rm. Recepts.

SPACE

SPACE
SPACE

Mecidal Equipment Recepts.

Office 3 & 4 Recepts.

SPACE

L2

SPARE

SPACE

SPARE

Behaviorial-1 & ADA Tlt. H.G. Recepts.

SPACE

SPACE

PP6 (R.P.G.)    
(Surface Mount)

208Y/120V Three Phase Four Wire MAIN LUGS ONLY

SPACE

SPACE

L3

SPACE

Storage & POC Test-1 Recepts.

DESCRIPTION DESCRIPTIONL1

Small Office Recepts.

Office 1 & 2 Recepts.

SPACE
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