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DIMENSIONS, INC.

1091 Jamison Road ¢ Elma, NY 14059

655- o FAX ) 655-2915
6019 wELE %16% 655 1717 (716) 655-2915
PROJECT

LOCATION

CLIENT James E, Boy Architects, P(

SURF. ELEVATION

DATE STARTED 05/03/19

Soil and Hydrogeologic Investigations * Wetland Delineations

COMPLETED 05/03/19

WATER TABLE AND REMARKS

DEPTH BLOWS ON
INFT SAMPLER
SN |07} O\ | /1 | LITH |  DESCRIPTION AND CLASSIFICATION
REC 12 18 24
~o1\  Asphalt pavement.
é . - \ 0.3
3
3 Moist gray gravelly (SILTY-SAND) fill
” % with 20 to 50% gravel, trace silt,
s compact, massive soil structure, (SW).
5 4 0.5
5 Moist gray (SAND) fill with 5 to 15%
2| a3 '] gravel, trace silt, loose, massive soil
"1 structure, (SW).
Gt 3 =
1 1.6
5 1
5 \ Moist faintly mottled light brown
4 3 | (SILTY-CLAY) with 3 to 7% gravel,
14 } trace sand, stiff, blocky soil structure,
4 1
= \ (CL).
a ) grades downward to 4.0
B o o o o i e o o - - - -
5 3 Moist faintly mottled brownish gray to
13 5 ' light brown (SILTY-CLAY) with trace
3 - \| sand, firm, weakly thinly laminated with
1 very thin coarse silt lenses, (CL).
10 g ‘ 2 L grades downward to 8.6
24 { Extremely moist gray (SILTY-CLAY)
1 with trace sand, soft to firm, very soft
below 10.0 feet, thinly laminated with
1 very thin coarse silt lenses, (CL).
7 1
24 q
1/12
8 WH
151 24 WH
WH
WH
9 WH
24 WH
WH
20 !

Sample number 1is from 0.5 to
2.0 feet.

Asphalt pavement to 0.3 feet
over sandy soil fill with little to
some gravel, trace silt to 0.5
feet over sandy soil fill with
trace to little gravel, trace silt
to 1.6 feet over clayey slack
water sediment with trace sand
and gravel to 4.0 feet over
clayey lake sediment with trace
sand to 24.7 feet over clayey
glacial drift with trace to little
sand and gravel to 26.0 feet
over coarse silty glacial till with
little to some sand, trace to little
gravel to 33.0 feet over water
sorted and deposited sand with
trace to little silt to 38.0 feet
over sand and gravel glacial till
with trace to little silt to auger
refusal.

Note: Advanced bore hole with 2
1/4" ID x 6" 0D hollow stem
auger casing with continuous split
spoon sampling to 16.0 feet and
5.0—-foot interval sampling to
auger refusal at 41.1 feet. Bore
hole was backfilled with cuttings
to ground surface upon
completion.

WH: Sampler penetration with
weight of rods and hammer.

N=NUMBER OF BLOWS TO DRIVE 2_ " SPOON 12 " WITH 140 Ib. WT. FALLING

LOGGED BY Jason Kryszak. Geologist, (cns)

" PER BLOW
SHEET 1 OF 3




DIMENSIONS, I

NC.

1091 Jamison Road ¢ Elma, NY 14059

Soil and Hydrogeologic Investigations » Wetland Delinections

716) 655-1717 » FAX (716) 655-2915
6019 HOLE IEIO. )B:_I;IS__ ( )6 ? SURF. ELEVATION _
PROJECT LOCATION _
CLIENT James E. Boy Architects, PC DATE STARTED 05/03/19 COMPLETED 05/03/19
DEPTH BLOWS ON
INFT SAMPLER
SNy o/ el /] 1871 | LiTH DESCRIPTION AND CLASSIFICATION WATER TABLE AND REMARKS
6 12 18 24
REC
Extremely moist gray (SILTY-CLAY) WH: Sampler penetration with
with trace sand, soft to firm, very soft weight of rods and hammer.
below 10.0 feet, thinly laminated with
very thin coarse silt lenses, (CL).
10 WH
24 1
1 grades downward to 24.7
25 2 Extremely moist gray
(SAND-SILT-CLAY) with 5 to 15%
ik P gravel, some clay, trace to little sand,
y \ soft, massive soil structure, (ML-CL).
5 grades downward to 26.0
Moist gray (SANDY-SILT) with trace
to little silt, compact, stratified, (SM)
1l 12 tending toward (SW).
9 18
21
30 20
grades downward to 33.0
- Y Water level at 33.0 feet below
12 | 13 Wet gray (SILTY-SAND) with trace to ground surface at completion.
5 13 i little silt, compact, stratified, (SM)
14 tending toward (SW).
35 18
- grades downward to 38.0
§ -:,o‘-V'-:_é T T T T T T T
13 18 )Q-DQC Moist gray very gravelly
6 21 49 0000 (SILTY-SAND) with 40 to 60% gravel,
28 bO >0 trace to little silt, dense, massive soil
O-:_o‘-O-:_o‘ structure, (SM), (GM).
40 21 L ~OA
N=NUMBER OF BLOWS TO DRIVE 2_ * SPOON 12 " WITH 140 Ib. WT. FALLING 30 " PER BLOW

LOGGED BY Jason Kryszak, Geologist, {cns)

SHEET 2 OF 3




DIMENSIONS, INC.

Soil and Hydrogeologic Investigations » Wetland Delineations
1091 Jamison Road ¢ Elma, NY 14059

716) 655-1717 = FAX (716) 655-2915
woLe KO16%823 (716) 655-2915

6019 SURF. ELEVATION _
PROJECT LOCATION _
CLIENT James E. Bov Architects. PC ' DATE STARTED 05/03/19  COMPLETED 05/03/19
DEPTH BLOWS ON
INFT SAMPLER
SN| O/ |6/ 1af] 1871 1 (1tw DESCRIPTION AND CLASSIFICATION WATER TABLE AND REMARKS
6 |12 |18 |24
REC
M0N0
>DﬁODZC Moist gray very gravelly
.00 (SILTY-SAND) with 40 to 60% gravel,

trace to little silt, dense, massive soil
structure, (SM), (GM).

411

45

Advanced augers to refusal at 41.1 feet.

50

60

N=NUMBER OF BLOWS TO DRIVE 2_ " SPOON 12 " WITH 140 Ib. WT. FALLING 30 " PER BLOW
LOGGED BY Jason Kryszak, Geologist, (cns)_ SHEET 3 OF 3



DIMENSIONS, INC.

1091 Jamison Road ° Elma, NY 14059

6019 (7166351717 « FAX (716) 655-2915

PROJECT

HOLE

LOCATION

CLIENT James E. Boy Architects, PC DATE STARTED 05/03/19

Soil and Hydrogeologic Investigations » Wetland Delineations

SURF. ELEVATION

COMPLETED 05/03/19

DEPTH BLOWS ON
INFT SAMPLER
SN| 071 6/ | 1271 18/1 | LITH | DESCRIPTION AND CLASSIFICATION WATER TABLE AND REMARKS
6 2 |18 | 24
REC
! i Extremely moist gray to dark gray Coarse silty soil fill with little
14 1 3 (SANDY-SILT) fill with 3 to 7% gravel, sand, trace gravel and brick
2 little sand, trace brick fragments, very fragments to 2.0 feet over
2 loose, massive soil structure, (ML). clayey slack water sediment with
5 5 2.0 trace sand to 8.0 feet over
12 : - - - clayey lake sediment with trace
4 Moist faintly mott{led light brown . sand to 19.0 feet over clayey
3 (SILTY-CLAY) with trace sand, firm, glacial drift with trace to little
[ weakly thinly laminated with very thin sand and gravel to 22.5 feet
3 3 coarse silt lenses and nearly vertical over coarse silty glacial till with
5l 2 2 5 gray desiccation cracks, (CL). little sand and gravel to end of
3 boring. .
) Note: Advanced bore hole with 2
—— 1/4" 1D x 6" OD hollow stem
20 3 7 auger casing with continuous split
4 spoon sampling to 16.0 feet and
5 I _gia_d_e_s_d_orw?v_w?r_d_t-o _______ ?'0 5.0-foot interval sampling to end
5 | o Moist to extremely moist gray of boring at 26.0 feet. Bore
21 3 g (SILTY-CLAY) with trace sand, frim, hole was backfilled with cuttings
5 thinly laminated with very thin coarse to ground surface upon
silt lenses, (CL). completion.
10 3
6 2 No water at completion.
24 3 5
2
3
7 3
22 2 4
2
3
8 3
15|24 3 5
2
3
grades downward to 1.0
> : S t sheet
ee next shee
20 18 9 e
N=NUMBER OF BLOWS TO DRIVE 2_ " SPOON 12 " WITH 140  Ib. WT. FALLING 30 " PER BLOW
LOGGED BY Jason Kryszak. Geologist. (cns) SHEET 1 OF 2




DIMENSIONS, INC.

Soil and Hydrogeologic Investigations * Wetland Delineations

1091 Jamison Road ° Elma, NY 14059

(716) 655-1717 » FAX (716) 655-2915
B-2-19

6019 HOLE NO. SURF. ELEVATION __
PROJECT LOCATION
CLIENT James E. Boy Archijtects, PC DATE STARTED 05/03/19 COMPLETED (5/03/19
DEPTH BLOWS ON
INFT SAMPLER
SN | 07\ 6/ 1 12/ 18/} | \ITH | DESCRIPTION AND CLASSIFICATION WATER TABLE AND REMARKS
6 2 |18 | 24
REC
= Moist to extremely moist gray
2 (SAND-SILT-CLAY) with 5 to 15%
gravel, trace to little sand, firm,
massive soil structure, (ML-CL).
N grades downward to 22.5
Moist gray (SANDY-SILT) with 10 to
20% gravel, little sand, dense, massive
soil structure, (ML).
10 12
o5 10 24
. 26.0
21
Boring completed at 26.0 feet.
30
35
40

N=NUMBER OF BLOWS TO DRIVE 2_ “ SPOON 2 " WITH 140  Ib. WT. FALLING 30 " PER BLOW
LOGGED BY Jason Kryszak, Geologist. (cns) SHEET 2 OF 2
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